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Abstract

As a method for bonding powdered materials, sintering has distinct advantages, such as the production of a near
final-shape of the desired product, without the need for significant post-processing. However, sintering has certain defi-
ciencies, such as incomplete or weak bonding. Research is ongoing to improve the process. One approach to improve
sintering processes of powdered materials is via electrically enhanced bonding, whereby electricity is pumped through
the material, while it is compressed in a press, in order to induce Joule-heating. This paper develops a computation-
ally based model for the direct simulation of electrically enhanced sintering of powdered materials using particle-based
methods. The overall approach is to construct three coupled sub-models which primarily involve: (a) particle-to-particle
mechanical contact, (b) particle-to-particle thermal exchange and (c) particle-to-particle electrical current flow. These physical
processes are strongly coupled, since the dynamics dictates which particles are in contact and the contacts determine
the electrical flow. The flow of electricity controls the Joule-heating and the induced thermal fields, which soften the
material, leading to enhanced particle binding. The strong multiphysics-coupled sub-models are solved iteratively within
each time-step using a recursive staggering scheme, which employs temporal adaptivity to control the error. If the pro-
cess does not converge (to within an error tolerance) within a preset number of iterations, the time-step is adapted
(reduced) by utilizing an estimate of the spectral radius of the coupled system. The modular approach allows for easy
replacement of submodels, if needed. Numerical examples are provided to illustrate the model and numerical solution
scheme.

Keywords
Sintering, powders, Joule-heating

|I. Introduction

I.1. Basic process

Over 50% of the raw materials handled in industry appear in powdered form during the various stages of
processing. One commonly used approach used in processing powdered materials is sintering. Generally,
sintering refers to processing a powdered material, comprised of fine-scale particles, by compacting it in a
press (Figure 1) and utilizing heat to bind the material. Sintering has distinct advantages over other methods, for
example (a) high purity of processed materials, (b) relatively few steps in fabrication (thus retaining the purity)
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Figure 1. A model problem: The sequence of events: (a) particles dropped onto a surface; (b) an electrified head compresses and
electrifies the particles; (c) the particles heat up and fuse together; and (d) the electrified head is removed.

and (c) the production of near net-shape of the desired product. Most importantly it is a method that can be
utilized to produce products with complex shapes that cannot be easily made with other methods. Innovative
methods for processing compacted microscale powders are rapidly being developed in industry in order to meet
the specifications demanded by new products.

The delivery of heat can be achieved in a variety of ways, for example, by heating the walls of the press, with
the heat transfer taking place primarily by thermal conduction. In an effort to enhance the heat transfer process,
in particular within the interior of the material to be processed, electrically aided heat generation, drawing upon
the material’s inherent resistance, via Joule-heating, is one method, and is considered in this work.!

Remark: Consistent, high-quality, particles can be produced in a variety of ways, for example:

. melting and vaporizing of metals and other materials, and harvesting the subsequent particles;

. atomization of liquid streams into droplets by breaking jets of metal;
. reduction of metal oxides; and
. comminution/pulverizing of bulk material.

The particles are usually passed through a series of sieves to separate particles of various sizes.

[.2. Objectives

The objective in this paper is to develop a direct particle-based model which captures three main physical events:

. particle dynamics, which primarily entails: (a) the movement of the particles induced by contact with
the compressing walls and (b) particle-to-particle contact forces;

. particle electrical current flow, which primarily entails: (a) current flow through the particles and (b)
current exchange between the particles and walls;

*  particle thermodynamics, which primarily entails: (a) heat generation via Joule-heating, (b) heat
transfer between particles in contact by conduction and (c) thermal softening of the particles.

This is a strongly coupled multiphysical system, since the dynamics controls which particles are in mechanical
contact, thus dictating the electrical contacts, which in turn controls the Joule-heating and the induced thermal
fields, thus softening and binding the material. The approach taken in the present work is to construct a sub-
model for each primary physical process. These submodels are coupled to one another. In order to resolve the
coupling, a recursive multiphysical staggering scheme is constructed. The general methodology is as follows (at
a given time increment): (1) each field equation is solved individually, “freezing” the other (coupled) fields in the
system, allowing only the primary field to be active; and (2) after the solution of each field equation, the primary
field variable is updated, and the next field equation is treated in a similar manner. As the physics changes, the
field that is most sensitive (exhibiting the largest amount of relative nondimensional change) dictates the time-
step size. This approach can be classified as an implicit, staggered, time-stepping scheme, in conjunction with an
iterative solution method that automatically adapts the time-step sizes to control the rates of convergence within
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a time-step. If the process does not converge (below an error tolerance) within a preset number of iterations, the
time-step is adapted (reduced) by utilizing an estimate of the spectral radius of the coupled system. The modular
approach allows for easy replacement of submodels, if needed.

Remark 1: The approach outlined here is can be thought of as a middle ground between semi-analytical
approaches which provide qualitative information [1] and computationally expensive “brute-force” continuum
approaches [2, 3] which attempt to resolve the evolution of fine-scale thermal gradients, transient electromag-
netic fields, stress fields and chemical/damage fields by solving a coupled system of PDE’s associated with
(a) Maxwell’s equations, (b) the first law of thermodynamics, (c) the balance of linear momentum and (d)
reaction-diffusion laws. For the mentioned “brute-force” continuum approach to accurately resolve the cou-
pled time-transient spatial electromagnetic, thermal, mechanical and chemical fields, Zohdi [2] developed a
staggered, temporally adaptive, FDTD (Finite Difference Time Domain) method. This is a computationally
intensive approach, owing to the fact that one needs literally millions of numerical unknowns, due to the fine
mesh sizes needed. We remark that there are other continuum-based methods, such as (a) the Multi Resolution
Time Domain Method, which is based on wavelet-based discretization, (b) the Finite Element Method, which is
based on discretization of variational formulations and which are ideal for irregular geometries (see Demkowicz
et al. [4, 5] for the state of the art in adaptive Finite Element Methods for Maxwell’s equations), (¢) the Pseudo
Spectral Time Domain Method, which is based on Fourier and Chebyshev transforms, followed by a lattice or
grid discretization of the transformed domain (d) the Discrete Dipole Approximation, which is based on an array
of dipoles solved iteratively with the Conjugate Gradient method and a Fast Fourier Transform to multiply matri-
ces, (e) the Method of Moments, which is based on integral formulations employing Boundary Element Method
discretization, often accompanied by the Fast Multipole Method to accelerate summations needed during the
calculations, and (f) the Partial Element Equivalent Circuit Method, which is based on integral equations that
are interpreted as circuits in discretization cells. However, they are also primarily based on continuum models,
and are computationally intensive.

Remark 2: There has been considerable research activity in non-electrical compaction of powders, for example,
see Akisanya et al. [6], Anand and Gu [7], Brown and Abou-Chedid [8], Domas [9], Fleck [10], Gethin et al.,
[11], Guetal. [12], Lewis et al. [13], Ransing et al. [14], Tatzel [15] and Zohdi [16, 17]. The study of “granular”
or “particulate” media, in the absence of electrical effects, is wide ranging. Classical examples include the study
of natural materials, such as sand and gravel, associated with coastal erosion, landslides and avalanches. For
reviews see, for example, Duran [18], Poschel and Schwager [19], the works of Torquato and collaborators
(Torquato [20], Kansaal et al. [21] and Donev et al. [22-26]), the works of Onate and collaborators (Onate et
al. [27, 28], Rojek et al. [29], Carbonell et al. [30] and Labra and Onate [31]), Jaeger and Nagel [32, 33], Nagel
[34], Liu et al. [35], Liu and Nagel [36], Jaeger and Nagel [37], Jaeger et al. [38—40], Jaeger and Nagel [41],
the extensive works of Hutter and collaborators (Tai et al. [42—44], Gray et al. [45], Wieland et al. [46], Berezin
et al. [47], Gray and Hutter [48], Gray [49], Hutter [50], Hutter et al. [S1], Hutter and Rajagopal [52], Koch et
al. [53], Greve and Hutter [54] and Hutter et al. [55); the works of Behringer and collaborators (Behringer [56],
Behringer and Baxter [57], Behringer and Miller [58] and Behringer et al. [59]) and the works of Jenkins and
collaborators (Jenkins and Strack [60], Jenkins and La Ragione [61], Jenkins and Koenders [62] and Jenkins
et al. [63]).

Remark 3: To predict the resulting effective bulk properties of the final sintered product, there exist several
methods dating back well over 150 years, for example to Maxwell [64, 65] and Lord Rayleigh [66]. For a
thorough analysis of many of such methods, see Torquato [20], Jikov et al. [67], Hashin [68] and Nemat-Nasser
and Hori [69] for solid-mechanics oriented treatments, and Ghosh [70], Ghosh and Dimiduk [71] and Zohdi
and Wriggers [72] for computational aspects.

2. Direct particle representation

The objects in the powder-system are assumed to be small enough to be considered (idealized) as particles,
spherical in shape, and that the effects of their rotation with respect to their mass center is unimportant to their
overall motion. We consider a group of non-intersecting particles (i = 1,2, ..., N,). The equation of motion for
the ith particle in system is

mifs = W, ry,) = W W (M
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Figure 2. Left: Normal contact and friction forces. Right: An approximation of the contact area parameter for two particles in contact.

where r; is the position vector of the ith particle and where W' represents all forces acting on particle i, which
is decomposed into the sum of forces due to normal contact forces (¥{*"), sliding frictional forces (\If’:nc), wall
forces (\Il}“’”” , having both contact and friction), adhesive bonding forces (\Ilfo"d) with other particles and forces

arising from the surrounding interstitial environment (W¢").? In the next sections, we elaborate each of the types
of forces in the system in detail.

2.1. Particle-to-particle contact forces

We employ a simple particle overlap model to determine the force contributions from the surrounding particles
(Ne;) in contact, W = ]].V:”"l Wi, based on a normalized separation distance between particles in contact
(Figure 2). We assume that the contact force is proportional to the relative normalized proximity of the particles.
For example, a simple relation for particles in contact (||r; — ;|| < R; + R)) is

Wi o =K €y Ay, ()
where 0 < K, < oo is a particle-to-particle contact compliance constant, p, is a material parameter, &j; is
normalized/nondimensional (strain-like) deformation metric

|llIri —rll = (Ri + R))

&= (3)
/ (Ri +R))
and
ri — rj rj —r
ny = — = : (4)
/ ||”i—”j|| ||”i—”j||

where the R; and R; are the radii of particles i and j respectively. For the generated friction, we assume a simple
contact-induced sliding friction relation:

fric
W = gl [ 1y, (%)
where
ty=———L =2 (6)
||vj_vi|| ”vj_vi”

and where 4j; is the contact area parameter, which is derived next.

Remark: One could can easily construct more elaborate relations connecting the relative proximity of the
particles and other metrics to the contact force, \Il;."" o< F(ri,rj,n, R, R;, . ..), building on Hertzian contact
models. This poses no difficulty in the direct numerical method developed. For much more detailed constitutive
relations between particles, see Zohdi [73]. For the remainder of the analysis, we shall use the deformation
metric in equation (3).
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Figure 3. An example of overlap contact between the wall and a particle. The amount of overlap of the particle with the wall position
dictating the force.

2.1.1. Contact area parameter. Referring to Figure 2, one can solve for an approximation of the common contact
radius a; (and the contact area, 4, = nafj) by solving the following three equations:

a;+ L =R}, 7

and
a;+ L =R, ®)

and
Li+L; = ||r, —rll, )

where R; is the radius of particle 7, R; is the radius of particle j, L; is the distance from the center of particle i and
the common contact interpenetration line and L; is the distance from the center of particle j and the common
contact interpenetration line, where the extent of interpenetration is

8 =Ri+ R — ||r; —rjl|. (10)
Solving these equations leads to
A; = JTCZ;- = JT(R? — Liz), (11)
where
1 R} —R;
Li=§<||"i—”j||—m)- (12)

Remark: It is obvious that for a deeper understanding of the deformation within a particle, it must be treated
as a deformable continuum, which would require a highly resolved spatial discretization, for example using the
Finite Element Method for the contacting bodies. This requires a large computational effort. For the state of
the art in Finite Element Methods, see the recent book of Wriggers [74]. For work specifically focusing on the
continuum mechanics of particles, see Zohdi and Wriggers [72]. For a detailed numerical analysis of multifield
contact between bodies, see Wriggers [75].

2.2. Particle-to-wall contact

The contact between the wall and the particles is handled exactly in the same manner as the particle to particle
contact, with the amount of overlap of the particle with the wall position dictating the force. For example (see
Figure 3), if ||ry;|| = Wy, then

1, W
‘I’Ym cor X _Kw|giw|p Ry ?9 (13)

1

where 0 < K,, < oo is a wall-to-particle compliance constant, p,, is a material constant and

Wx_rxi

g,' ==
R;

(14)
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and
Wx — Txi

—ex
|Wx_rxi| ’

where e, is the unit normal in the x-direction. The same holds for other components and walls. For the generated
friction, we assume, continuous sliding:

(15)

Riyx =

\I’_gic _ Mdll‘ywall,con”tiw’ (16)
where
\4 —V;
thy = (17)
[y, — Wil

where the subscript ¢ denotes the tangential component.

Remark: The parameters K, and K,, can thermally soften, and this is discussed later in the numerical examples.

2.3. Particle-to-particle bonding relation

For the particles to bond, we adopt a criteria based on exceeding a critical interpenetration distance. Explicitly:

. If [|r; — rj|| < (R; + R;), then the particles are in contact and we have
g, In=nll = R+ R) s
R +R)
. If & <0, and |E;| > £*, then an (adhesive) bond is activated between the particles of the form
Wi = Ky |ElP nyAs, (19)

where 0 < K}, is a bonding constant, and p, is a material parameter.
. If [|r; — 7]l = (R; + R)), then &; > 0, since there is no contact.

2.4. Interstitially induced particle drag

A possible source of environmental forces is due to damping from interstitial fluid between particles, such as
binding enhancers, surfactants and lubricants. A simple model to account for this is

\I’lgnv — _cenV(vl_ _ venV) (20)

where v; is the velocity of the ith particle and v*"” is the local velocity of the interstitial medium, which one
may assume to be vV & 0. The mechanics of the interstitial fluid are unimportant in these problems. However,
for other applications, such as high-speed flow, the motion of the fluid can be important, necessitating fully
coupled (two-way) particle-fluid interaction models. This is outside the scope of the present work. Generally,
this requires the use of solid-fluid staggering-type schemes (for example, see Zohdi [76]).

2.5. Total forces acting on particles

In summary, we have the following forces acting on each particle (i = 1,2,...,N,)
‘I,;ot déf ‘I,fon + ‘I’{Vic + ‘I,;_Mall + \Ilfwnd + ‘I,?nv. (21)
The three material contact compliance constants are functions of temperature, K, = K,(9), K,, = K,,(¢) and

Ky, = Kp(0), and the temperature is, in turn, a function of the Joule-heating, 6(J), where J is the current. We
will discuss the thermo-electric effects shortly, but first indicate how the preceding dynamical particle system
can solved.
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3. Time-stepping

Integrating equation (1) leads to (using a trapezoidal rule with variable integration metric, 0 < ¢ < 1)
t+At
vi(t + Af) = vi(f) + — / Wi dt
mi Jy
At tot tot
il + (PW'(t + A1)+ (1 — )W (1)) . (22)
1

The position can be computed via application of the trapezoidal rule again:

ri(t + At) = ri(t) + Al(@vi(t + AD) + (1 — ¢)vi(0)), (23)

which can be consolidated into

2
ri(t + Af) = ri(0) + vi() AT + — 2D (

l

QUL (1 + Af) + (1 — )W (1)) . 24)

This leads to a coupled system of equations, which are solved using an adaptive iterative scheme, building on
approaches found in various forms in Zohdi [77, 78].

3.1. lterative (implicit) solution method

Following the basic framework in Zohdi [77], [78], we write equation (24) in a slightly more streamlined form
for particle i

R vk (S + (1 = g)wh), (25)
m;
which leads to a coupled set equations for i = 1,2,...,N, particles.’ The set of equations represented by
equation (25) can be solved recursively. equation (25) can be solved recursively by recasting the relation as
Aty
riL+1,1< vty 220 (pAL) totL+lK Ly @(A) - ¢)‘I’§ot,L’ (26)
m; m;
which is of the form Lk LK
it =60 ) + Ry, (27)
where K = 1,2, 3, ... is the index of iteration within time-step L + 1 and
ot L+1,K—1 def & tot,L+1,K—1, L+1,K—1 L+1,K—1 L+1,K—1
. \Iﬂﬁt + = ;t * r1+ ,rZJr Y ),
L def o tot,L
® ‘Il?)t = ‘I’?)t (r%,ré""’rlLV):
R g(rLH’K_l) _ (¢At)2\l,t_m,L+1,K—1 and

B R, = rlL + VlLAt + ¢(’$t)2(1 _ ¢)\I’;0[’L.

The term R; is a remainder term that does not depend on the solution. The convergence of such a scheme

is dependent on the behavior of G. Namely, a sufficient condition for convergence is that G is a contraction

mapping for all rl.L+1’K, K =1,2,3... In order to investigate this further, we define the iteration error as

L leef L 1,K 1
1+ + rL+ (28)

A necessary restriction for convergence is iterative self consistency, i.e. the “exact” (discretized) solution must

be represented by the scheme, riLJr1 = (rL+1) + R.:. Enforcing this restriction, a sufficient condition for

convergence is the existence of a contraction mapping

L+1.K 1 L+1,K—1 L+1 L+1,K L+1,K—1 1
AT L 2 g )= G| < LK A (29)

—_— ———
wiLJrl,K
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where, if 0 < n < 1 for each iteration K, then wf“’K — 0 for any arbitrary starting value riLH’K:O, as

K — oo, which is a contraction condition that is sufficient, but not necessary, for convergence. The convergence
(pAr)?

L+1.K

of equation (26) is scaled by n « . Therefore, we see that the contraction constant of G is:

. directly dependent on the magnitude of the interaction forces (||W¥||),
. inversely proportional to the masses m; and
. directly proportional to (Af)>.

Thus, decreasing the time-step size improves the convergence. In order to maximize the time-step sizes (to
decrease overall computing time) and still meet an error tolerance on the numerical solution’s accuracy, we
build on an approach originally developed for continuum thermo-chemical multifield problems (Zohdi [77]),
where one assumes: (1) n“*t1"X &~ S(AfY, (S is a constant) and (2) the error within an iteration behaves according
to (S(ALY)K et = 1K K =1,2,.. ., where !+ = pl+1E=1 _ 4l ig the initial norm of the iterative
(relative) error and S is intrinsic to the system. For example, for second-order problems, due to the quadratic
dependency on At, p & 2. The objective is to meet an error tolerance in exactly a preset (the analyst sets this)
number of iterations. To this end, one writes (S(At )@ +!10 = TOL, where TOL is a tolerance and where
K, is the number of desired iterations. If the error tolerance is not met in the desired number of iterations,
the contraction constant n“*1'X is too large. Accordingly, one can solve for a new smaller step size, under the
assumption that S is constant,

1
(Frtrs) 7
At = At m . 30

(—wL+l,0 )P (30)
—_——

f
g

The assumption that S is constant is not critical, since the time-steps are to be recursively refined and unrefined
throughout the simulation. Clearly, the expression in Equation 30 can also be used for time-step enlargement,
if convergence is met in less than K iterations (typically chosen to be between 5 to 10 iterations). Specifically,
the solution steps are, within a time-step:

1. Start a global fixed iteration (set i = 1 (particle counter) and K = 0 (iteration counter)).
Ifi > N, then go to (4).
Ifi < N, then:

w

(a) compute the position rl.LH’K;
(a) goto (2) for the next particle (i =i+ 1).
4.  Measure error (normalized) quantities

N, L+1,K L+1,K—1
dile':leri - r ||
K —_—

(a) ZNP ||rL+1’K—rL||
i=1 1T f
def WK
b) Zx = ,
(b) Zx oL,
TOL 7
der [ Cog )7
(C) A = - 1
e L
(Go)PE

5.  Ifthe tolerance is met: Zx < 1 and K < Ky, then:

(a) increment time: t = ¢ + Af;

(b) construct the next time-step: (A#)"" = A K(At)"ld ;

(c) select the minimum size: At = MIN((At)"™, (A£)"") and go to (1).
6.  If the tolerance is not met: Zx > 1 and K < K, then:

(a) update the iteration counter: K = K + 1;
(b) reset the particle counter: i = 1;

(c) goto(2).
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7. If'the tolerance is not met (Zx > 1) and K = K, then:

(a) construct a new time-step: (A7)"" = Ax(Af)°4;
(b) restart at time ¢ and go to (1).

Time-step size adaptivity is critical, since the system’s dynamics and configuration can dramatically change over
the course of time, possibly requiring quite different time-step sizes to control the iterative error. However, to
maintain the accuracy of the time-stepping scheme, one must respect an upper bound dictated by the discretiza-
tion error, i.e., At < At Note that in step (5), Ax may enlarge the time-step if the error is lower than the
preset tolerance. The algorithm will be modified shortly to account for coupled thermal and electrical effects.

4. Thermal fields

4.1. Governing equations

We assume that radiative, convective and strain-rate effects are negligible for the particle’s thermodynamics.
Only Joule-heating and conduction are considered important. Thus, for each particle i = 1,2,..., N,

m;Cif; = Qi+ H,, (31)

where Q; represents the conductive contribution from surrounding particles in contact (including walls), and
‘H; represents the Joule-heating term. It is assumed that the temperature fields are uniform within the (small)
particles. This assumption is justified, i.e. a lumped thermal model, ignoring temperature gradients and assuming
a uniform temperature within a particle, when the Biot number is small. The Biot number for spheres scales
with the ratio of the particle volume (V) to the particle surface area (4;) in the following manner (R being the
particle radius)
4_p3

y_smt R (32)

A;  4mR> 3
which indicates that a uniform temperature distribution is appropriate, since the particles, by definition, are
small. Assuming that the fields are uniform in each particle allows for the following (for particle i)

e g -0,
Q ndANZKU 4 (33)

|lrs = rll "

where the summation extends over all particlesj = 1,2,3,.. ., N, that are in contact with particle i (Figure 4).*
This yields

Npe
do; = 0; — 6;
iCi— =) K, —Ac Hi, 34
gy = L G4
Qi
where the specific form of Joule-heating is
J?
Hi ~ a;—V;, (33)

i
where J; is the current magnitude in particle i, o; is the conductivity and 0 < a; < 1 is an absorption constant.
More remarks on Joule-heating will be given shortly.

4.2. Numerical integration

Integrating leads the energy equation yields for each particle (i = 1,2,...,N,)

1 t+At t+At
0:(t + At) = 6;(t) + — (/ Q;dt + H; dt) (36)
m;C; \J; t

~ 0i(1) + ié (p(Qut + An) + Hi(t + A1) + (1 — ¢)(Q:(1) + Hi(0) .

i
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NET HEAT FLUX

Figure 4. Heat flux exchange between particles.

We note that equation (36) represents a coupled system of the general form (similar to the equation that arises
for the particle dynamics)

it + At) = Gi(6:(r + AD) + R, (37
where for the “remainder” term, R; # R;(6:(t + At)), and where G;’s behavior is controlled by the magnitude
of At. Clearly, the temperature is coupled to the mechanical behavior of the system. Shortly, we develop a
multiphysical staggering scheme to solve the overall system.

5. Modeling of current flow

5.1. Particle model simplification

In order to describe the electrical flow in the system, we consider a conservation of charge in integral form
(posed over an arbitrary, general, domain w)

d
/ J-ndA—i—/—PdV:O, (38)
dw w ot

where J is the current field and P is the charge. We assume that the electrical current has evolved to steady
state on time-scales that are much shorter than the dynamics of the particles (see Appendix B for justification).

Therefore, % = 0 is assumed throughout the remainder of this work; thus,

/ J-ndA =0. 39)
dw

For the particle model, we re-express equation (39) in terms of electrical contact and current flow (through the
particle interfaces), characterized by fluxes in and out of particles, as

Npe

pe
Y Ui+ J)) - nyds =0, (40)
j=1
where 4; is the contact area associated with the particle pair (i), n; = ﬁ and N, is the number of particles
in contact with particle i. Assuming that the current flows in and out in a radial manner,
(i +J)) = (Ji = Jpny. (41)
Thus,
Npe e g Ac
Z(Ji_Jj)Afj=0:>Ji=h- (42)

Npe ¢
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Figure 5. Left: Current exchange between particles. Right: The particles in contact with the walls are assumed to become fully
electrified and to attain the magnitude of current in the wall as well as the temperature of the wall. From particles that contact the

walls, the current flows radially to contact pairs.
+
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Figure 6. A one-dimensional example of current flow.

5.2. Ilterative flux summation/solution process

The preceding relations lead to an implicit set of equations which are strongly coupled, as well as being coupled
to the system dynamics. In order to deal with system, we employ a staggering scheme where, broadly speaking,
the solution method sweeps through the system, particle by particle, updating the variables as it progresses.
Specifically (where K = 1,2, ... is an iteration counter), the current is solved iteratively:

ZNpc K gcK

JK+1 _ j:1 .]J AU

! E:Npc ACK
j=1""ij

(43)

This process is repeated for all particles. The dynamical and thermo-mechanical equations are then re-solved
for the motion and temperature of the particles freezing the electrical current variables, and the entire procedure
(all previous steps) is repeated.

2
Remark 1: Once the current in each particle is solved for, one can compute the Joule-heating via H; ~ a% Vi.

Remark 2: The particles in contact with the compacting walls/boundaries are assumed to become fully elec-
trified and to attain the magnitude of current in the plate. From that particle, the current flows radially to other
particles in contact at their respective contact points (Figure 5).

Remark 3: For an overview of the continuum modeling of current flow, Joule-heating, and so forth, see Zohdi
[2, 3].

Remark 4: As an example, consider the one-dimensional array of particles shown in Figure 6. The two outer
particles attain the values at the wall (due to the adopted approach for applying boundary conditions). According
to the model, any current in a particle flows radially outward from the contact point into the neighboring particle.
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Thus, for particle i we have two contact points

2
S Ui+ A=t nt T n AT A (T T T n AT
j=1
= (=JT + AT + (=T + )4
=0. (44)

If the contact areas are the same, this collapses to the average, J; = %(J t+J).

6. Total system coupling: Multiphysical staggering scheme

We now extend the iterative solution process introduced earlier for the particle dynamics to a multifield setting
by (at a given time increment): (a) solving each field equation individually, “freezing” the other (coupled) fields
in the system, allowing only the primary field to be active, and (b) updating the primary field variable after
the solution of each field equation. The next field equation is treated in a similar manner where, as the physics
change, the field that is most sensitive (exhibits the largest amount of relative nondimensional change) dictates
the time-step size. This is an implicit, staggered, adaptive time-stepping scheme.

Remark 1: Such approaches have a long history in the computational mechanics community. For example,
Zienkiewicz [79], Zienkiewicz et al. [80], Lewis et al. [81], Lewis and Schrefler [82], Park and Felippa [83],
Farhat et al. [84], Farhat and Lesoinne [85], Farhat et al. [86], Piperno [87], Piperno et al. [88], Piperno and
Farhat [89], Michopoulos et al. [90], Lesoinne and Farhat [91] and Le Tallec and Muoro [92].

Remark 2: The particle currents are not explicitly used for the time adaptivity, since they are assumed to
stabilize rapidly enough, relative to the dynamical and thermodynamical fields, that the steady-state equations
can be used (see previous section and the Appendix).

6.1. A general iterative framework

We now further develop the staggering scheme introduced earlier by extending approaches found in Zohdi [77,
78] by considering an abstract setting, whereby one solves for the particle positions, assuming the thermal fields
fixed,

Al(rL+1,K 9L+1,K—1) — f‘l(rL-Fl,K—l 9L+1,K—1) (45)
then one solves for the thermal fields, assuming the particle positions fixed,
Az(rLJr],K 9L+1,K) — fz(rL+l,K 9L+1,K71) (46)

where only the underlined variable is “active,” L indicates the time-step and K indicates the iteration counter.
Within the staggering scheme, implicit time-stepping methods, with time-step size adaptivity, will be used
throughout the upcoming analysis. We define the normalized errors within each time-step, for the two fields,

der |[PEHIE — PR def ||
WK = and  wyx =

P K — ]

9L+1,K _ QL—H,K—I ||

(47)
||9L+1,K _ 9L||
We define maximum “violation ratio,” i.e. as the larger of the ratios of each field variable’s error to its

. def
corresponding tolerance, by Zx = max(z,x, zgx ), Where

def WK

def WK
and ZoK = T,
TOLy

~ T0L,

ZrK

(48)

. . . def .
with the minimum scaling factor defined as Ak = min(A,x, Agg), where

def (%)Pﬁ def (Cfﬁ)*"%d
A = L, Nog = | 22— - (49)

PvK \pK DYK \pK
(wr()) (WHU)
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Figure 7. A flow chart for the modular, staggered, computation.

6.2. Overall solution algorithm

The algorithm is given in Algorithm 1 and the process visualized in Figure 7.

(1) GLOBAL FIXED — POINT ITERATION : (SETi=1AND K = 0):
(2)IF i > N, THEN GO TO (4)

(3)IF i <N, THEN : (FOR PARTICLE i)
(a) COMPUTE POSITION 1%
(b) COMPUTE TEMPERATURE :6/+"%

(¢) GO TO (2) AND NEXT PARTICLE (i =i+ 1)
(4) ERROR MEASURES(normalized) :

Np L+1.K L+1,K—1
def Zi:l”ri - I
Ny L+1,K
NZ,‘j]Hri *V,LH
L+1.K L+1,K—1
def Zi:pl ||9i - 01’ I
K =

Np L+1,K L
> iz 16 — 67l

def def @
(b)Zx = max(zyx,zox) Wwhere zpx £ K

wy

L def 0K
T0L,’ %% = 7oL,

(c)Ak def min(Ayx, Aox) where

1
(TOLr)m
def @y
rK = - % 5
IR p.
(™
TOLy \pK;
def (wg(;) )}7 d
Aok =

1
(e )R

(5)IF TOL. NOT MET (Zx > 1) AND K < K; REPEAT ITERATION (K = K + 1)
(6) TF TOL. MET (Zx < 1) AND K < K, THEN :

(@) INCREMENT TIME : 7 = ¢ + Af

(b) CONSTRUCT NEW TIME STEP : At = AgAt,

(¢) SELECT MINIMUM : At = MIN(A#™, Ar)

(d) UPDATE CURRENT FIELD J;(FOR ALL PARTICLES ITERATIVELY)
(e) AND GO TO (1)

(7) TF TOL. NOT MET (Zx > 1) AND K = K THEN :
(a) CONSTRUCT NEW TIME STEP :A7 = Ag At

(b) UPDATE CURRENT FIELD J;(FOR ALL PARTICLES ITERATIVELY)
(c)RESTART AT TIME =t AND GO TO (1)

Algorithm 1. Global fixed-point iteration.

The overall goal is to deliver solutions where staggering (incomplete coupling) error is controlled and the
temporal discretization accuracy dictates the upper limits on the time-step size (A™).
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Figure 8. A series of frames for compaction using the model (side walls not shown). Left to right and top to bottom: (1) Pouring
of the particles. (2) Contact with the lower electrified wall. (3) Contact with the upper and lower electrified wall. (4) Release of
the upper electrified wall (loss of upper surface contact). The basic trends are: (a) the longer time the fully compressed state, the
better the Joule-heating induced bonding and less springback; and (b) the higher the densification (higher volume-fraction) in the fully
compressed state, the better the Joule-heating induced bonding and less springback. The volume fraction was calculated based on the
volume contained within the lowest compression point in Figure |.

7. Numerical examples

We consider a model problem of a group of equally sized particles placed between six walls (Figure 1) to
illustrate how to assemble the system. The absolute dimensions are unimportant for the model problem, and
have been normalized. Specifically, we considered a group of N, = 1000 randomly positioned particles in
initially cubical box domain with dimensions (x = —1,x = 1) x (y = —1,y = 1) x (z = —1,z = 1) meters (the
particles are then poured onto the lower wall. The particle radii were R = 0.075 m. In the x-direction (vertical),
the top and bottom walls are electrified. The four other walls are neutral. The top is pushed downward at a
constant rate (starting at x = —1), until it gets to x = x™ at approximately 100% volume fraction, and then it is
pulled away.> As an example, the relevant simulation parameters chosen were:
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Figure 9. The densification and temperature: The process can be described as having three phases: phase (1): pouring to the roughly 50—
60% volume fraction. The temperature rises due to contact with the lower electrified wall. phase (2): the compacting wall compresses
the material to virtually 100% volume fraction. The temperature rises due to contact with the upper and lower electrified walls.
phase (3): the compacting wall is released and the material springs back somewhat, resulting in a lower volume fraction than the fully
compressed state, but higher than purely poured state. The temperature starts to drop due to conduction with the surrounding walls.

the stiffness of the particles in the contact law were K,, = 10" N/m?, with thermal softening K, =

max(Ky, (1 — 7). K™), where 6* = 500°K, K™ = 10° N/m? and the exponent in the contact law was
setto p, = 2;

. the stiffness of the wall in contact law, K,, = 10’ N/m?, with thermal softening K, =
max(Ky, (1 — £),K!™), where 6* = 500°K, K™ = 10° N/m* and the exponent in the contact law
was set to p,, = 2;

. the bond stiffness, K, = 10° N/m? and the exponent in the binding law was set to p, = 2;

. the damping coefficient, ¢ = c{™67 R, ;" = 0.1 (assumed Stokesian-like);

. the density of the particles, p = 2000 kg/m?;

. the Joule-heating absorption coefficient, @ = 0.5;

. the electrical conductivity, o = 0.1;

. coefficient of dynamic friction, gy = 0.1;

. conductivity (same for all particles in this example), K = 100 W/m-K;

. initial material temperature, 9;(t = 0) = 300°K;

. wall temperatures, 0,,(t = 0) = 1000°K;

. heat capacity, C = 100 J/kg-K;

. target number of fixed point iterations, K; = 10;

. the trapezoidal time-stepping parameter, ¢ = 0.5;

. on the bottom and top wall (in the x-direction), J* = 10° amps;

. simulation duration, 1 s;

. initial time-step size, 0.005 s;

. time-step upper bound, 0.005 s and

. tolerance for the fixed-point iteration, 5 x 1074,

N

7.1. Step I: Pouring the particles

In order to generate an initial particle configuration, we dropped a sample of non-overlapping random particles
onto the lower surface, and allowed it to spread under the force of gravity, where it was constrained by the lateral
walls. The volume fraction of monodisperse random particles should be in range of 50-60% at this stage, and
the simulation reflects that this is achieved before compaction, under the force of gravity (Figure 8).

Remark 1: The volume fraction was calculated based on the volume contained within the lowest compression
point in Figure 1.

Remark 2: The configuration of the sample, before it was dropped, was generated using a classical Random
Sequential Addition (RSA) algorithm [93], which places non-overlapping particles randomly into the domain
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of interest. One could start with a denser starting configuration by the using equilibrium-driven Metropolis
algorithm or alternative methods based on simultaneous particle flow and growth (see Kansaal et al. [21],
Donev et al. [22-24] and Torquato [20]), although this was not necessary for this example.

7.2. Step 2: Compacting the particles

In Figure 8, the temperature values are depicted by the colors. Initially, the particles are not touching the elec-
trified walls in the vertical (x-direction), nor the lateral, unelectrified walls. As the electrified wall moves in the
(minus) x-direction, the particles come into contact, become electrified (experience a current) and move in the
(minus) x-direction, as well as experience lateral movement (in the y—z) direction. The process can be described
as having three phases:

. Phase 1: Pouring to the roughly 50—60% volume fraction. The temperature rises due to contact with
the lower electrified wall.

. Phase 2: The compacting wall compresses the material to virtually 100% volume fraction. The
temperature rises due to contact with the upper and lower electrified walls (Figure 9).

. Phase 3: The compacting wall is released and the material springs back somewhat, resulting in a lower
volume fraction than the fully compressed state, but higher than purely poured state. For example, in
the specific example chosen, the compaction process decreased the porosity by approximately 15%
(Figure 9).

The basic trends are:

(a) the longer time the fully compressed state, the better the Joule-heating induced bonding and less
springback; and

(b) the higher densification (higher volume-fraction) in the fully compressed state, the better the Joule-
heating induced bonding and less springback.

8. Extensions and conclusions

This work developed a modular framework for the electrically enhanced sintering of powdered materials using
a direct particle representation in conjunction with a staggering scheme to couple submodels of each type of
physics together. The physics of this system are strongly coupled since the dynamics control which particles are
in contact, which also dictates the electrical contacts, which in turn controls the Joule-heating and the induced
thermal fields, which softens and binds the material. The strongly multiphysics-coupled sub-models were solved
iteratively within each time-step using a staggering scheme which employs temporal adaptivity to control the
error. The submodular approach allows for easy replacement of models, if so desired. Numerical examples
were provided. There are a number of enhancements that can be made. For example, in general, the properties
of most electrically active materials are quite sensitive to the temperature. For the conductivity, one can use the
following decomposition, employing thermo-electric saturation conditions (using Sigmoid functions):

0(0,E) = 0 (O, Ep) (1 + K1 (1 + e ") 4 [y (1 + e P2 IIEErlly=T) | (50)

where the y’s and K’s are material parameters, 6y is a reference temperature, E is the electric field and Ep is
the reference electrical state. Generally speaking, for many materials, until a saturation threshold is met, o (6)
decreases with 0. See the treatise of Jackson [94] for reviews of the rich variety of possible dielectrical responses
of materials, including atomistic-level discussions to motivate nonlinear dielectric behavior.

In closing, it is important to note that a significant acceleration in the computation can be achieved via sorting
and binning methods, which proceed by partitioning the whole domain into bins (Figure 10). The particles
are sorted by the bins in which they reside. The particle interaction proceeds, bin by bin, where the particles
within a bin potentially only interact with particles in other nearest neighbor bins. Essentially, for a given
particle in a bin, contact searches are conducted with particles in the neighboring bins only. The approach is
relatively straightforward to implement and can speed up the computation dramatically (see Zohdi [78, 73]).
There are a variety of related techniques to further accelerate computations. For example, one can assume that
particles stay in the bins for a few time-steps, and that one does not need to re-sort immediately. One can
construct so-called “interaction” or “Verlet” lists of neighboring particles which particles interact with, for a



Zohdi 17

o o

8% dole [°] b[d & q @ Pos ....'.... de
°P [0 olo | o °lofe o[ 8l%9°] Jeob " | b°e
'.'. P baboP e 0.‘:.;-.. o ¢ 5} of [ o 99
| deelo] [ Y q°] o ° Fotetsr—T-fo]°
4°d 486 P Oﬁ"' oloPo o [©Po[F [0Pe] o opolde o FoP [2dF

Figure 10. An example of binning of the particles in the sample domain.

few time-steps, and then update the interaction periodically (see Poschel and Schwager [19]). One can also
employ Domain Decomposition techniques whereby the domain is partitioned into subdomains, the particles
within each subdomain are sent to a processor and stepped forward in time, but with the positions of the particles
outside of the subdomain fixed (relative to the particles in that subdomain). This is done for all of the subdomains
separately, then the position of all of the particles are updated and this information is shared between processors,
with the process being repeated as needed. The use of these techniques is currently under investigation by the
author.
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Notes
1.  The appendix gives a detailed analysis of Joule-heating phenomena.
2. Such forces can occur from viscous, surrounding, interstitial fluid.
3. The superscript L is a time interval counter.
4. Kj; can be approximated by an average interfacial value of the i pair, K;; ~ w If the materials are the same, this collapses

to simply K. As for the mechanical contact, Ag. is the contact area associated with the particle pair ().
5. The transverse dimensions of the box were set to be approximately unity, initially. All system parameters can be scaled to describe
any specific system of interest.

6.  Prototypical values for ¢¢" range from 0.1 to 10.

References

[1]  Zohdi, TI. Estimation of electrical-heating load-shares for sintering of powder mixtures. P Roy Soc A—Math Phy 2012; 468:
2174-2190.

[2]  Zohdi, TI. Simulation of coupled microscale multiphysical-fields in particulate-doped dielectrics with staggered adaptive FDTD.
Comput Method Appl M 2010; 199: 79-101.

[31  Zohdi, TI. Electromagnetic Properties of Multiphase Dielectrics. A Primer on Modeling, Theory and Computation. Berlin, New
York: Springer-Verlag, 2012.

[4] Demkowicz, L. Computing with hp-Adaptive Finite Elements. Vol. 1: One and Two Dimensional Elliptic and Maxwell Problems.
Boca Raton, FL: Chapman & Hall/CRC, 2006.

[51 Demkowicz, L, Kurtz, J, Pardo, D, Paszynski, M, Rachowicz, W, and Zdunek, A. Computing with hp-Adaptive Finite Elements.
Vol. 2: Frontiers: Three Dimensional Elliptic and Maxwell Problems with Applications. Boca Raton, FL: CRC Press, 2007.

[6] Akisanya AR, Cocks ACF and Fleck NA. The yield behavior of metal powders. Int J Mech Sci 1997; 39: 1315-1324.

Anand, L, and Gu, C. Granular materials: Constitutive equations and shear localization. J Mech Phys Solids 2000; 48: 1701-1733.

Brown, S, and Abou-Chedid, G. Yield behavior of metal powder assemblages. J Mech Phys Solids 1994; 42: 383-398.

—
[ceBEN]
—

—
—_



Mathematics and Mechanics of Solids

[9]

[10]
[11]
[12]
[13]
[14]
[15]
[16]
[17]
18]
19]

20]
[21]

—_——

[22]
[23]
[24]
[25]
[26]

[27]
(28]

[29]
[30]
[31]

[32]
(33]
[34]
[33]
[36]
[37]
(38]
[39]
[40]
(41]
[42]

(43]
[44]

[45]

[46]

Domas F. Eigenschaftprofile und Anwendungsiibersicht von EPE und EPP. Technical report of the BASF Company, 1997.
Fleck, NA. On the cold compaction of powders. J Mech Phys Solids 1995; 43: 1409—1431.

Gethin, DT, Lewis RW, and Ransing, RS. A discrete deformable element approach for the compaction of powder systems. Model
Simul Mater Sc 2003; 11(1): 101-114.

Gu, C, Kim, M, and Anand, L. Constitutive equations for metal powders: application to powder forming processes. Int J Plasticity
2001; 17: 147-209.

Lewis, RW, Gethin, DT, Yang, XSS, and Rowe, RC. A combined finite-discrete element method for simulating pharmaceutical
powder tableting. Int J Numer Methods Eng 2005; 62: 853—869.

Ransing RS, Lewis RW and Gethin DT. Using a deformable discrete-element technique to model the compaction behaviour of
mixed ductile and brittle particulate systems. Philos T R Soc A 2004; 362(1822): 1867—1884.

Tatzel H. Grundlagen der Verarbeitungstechnik von EPP-Bewihrte und neue Verfahren. Technical report of the BASF Company,
1996.

Zohdi, TI. On the compaction of cohesive hyperelastic granules at finite strains. P Roy Soc A—Math Phy 2003; 454(2034):
1395-1401.

Zohdi, TI. Genetic optimization of statistically uncertain microheterogeneous solids. Philos T R Soc A 2003; 361(1806): 1021—
1043

Duran, J. Sands, Powders and Grains. An Introduction to the Physics of Granular Matter. Springer-Verlag.

Poschel, T, and Schwager, T. Computational Granular Dynamics. New York: Springer-Verlag, 2004.

Torquato, S. Random Heterogeneous Materials: Microstructure and Macroscopic Properties. New York: Springer-Verlag, 2002.
Kansaal, A, Torquato, S, and Stillinger, F. Diversity of order and densities in jammed hard-particle packings. Phys Rev E 2002;
66(4/1): 041109.

Donev A, Cisse I, Sachs, D, Variano, EA, Stillinger, F, Connelly, R, Torquato, S, and Chaikin, P. Improving the density of jammed
disordered packings using ellipsoids. Science 2004; 13(303): 990-993.

Donev, A, Stillinger, FH, Chaikin, PM, and Torquato, S. Unusually dense crystal ellipsoid packings. Phys Rev Lett 2004; 92:
255506.

Doneyv, A, Torquato, S, and Stillinger, F. Neighbor list collision-driven molecular dynamics simulation for nonspherical hard
particles. I. Algorithmic details. J Comput Phys 2005; 202: 737.

Donev, A, Torquato, S, and Stillinger, F. Neighbor list collision-driven molecular dynamics simulation for nonspherical hard
particles. II. Application to ellipses and ellipsoids. J Comput Phys 2005; 202: 765.

Donev, A, Torquato, S and Stillinger, FH. Pair correlation function characteristics of nearly jammed disordered and ordered
hard-sphere packings. Phys Rev E 2005; 71: 011105.

Onate, E, Idelsohn, SR, Celigueta, MA, and Rossi, R. Comput Method App! M 2008; 197(19-20): 1777-1800.

Onate, E, Celigueta, MA, Idelsohn, SR, Salazar F and Suérez B. Possibilities of the particle finite element method for fluid-soil-
structure interaction problems. Comput Mech 2011; 48: 307-318.

Rojek, J, Labra, C, Su O and Onate, E. Comparative study of different discrete element models and evaluation of equivalent
micromechanical parameters. Int J Solids Struct 2012; 49: 1497-1517. DOI: 10.1016/j.ijsolstr.2012.02.032.

Carbonell, JM, Onate, E, and Suarez, B. Modeling of ground excavation with the particle finite element method. J Eng Mech-
ASCE 2010; 136: 455-463.

Labra C and Onate E. High-density sphere packing for discrete element method simulations. Commun Numer Meth En 2009;
25(7): 837-849.

Jaeger, HM and Nagel, SR. La physique de 1’etat granulaire. Recherche 1992; 249: 1380.

Jaeger, HM and Nagel, SR. Physics of the granular state. Science 1992; 255: 1523.

Nagel, SR. Instabilities in a sandpile. Rev Mod Phys 1992; 64: 321.

Liu, CH, Jaeger, HM and Nagel, SR. Finite size effects in a sandpile. Phys Rev A 1991; 43: 7091.

Liu CH and Nagel SR. Sound in a granular material: disorder and nonlinearity. P/ys Rev B 1993; 48: 15646.

Jaeger, HM, and Nagel, SR. La fisica del estado granular. Mundo Cientifico 1993; 132: 108.

Jaeger, HM, Knight JB, Liu CH, and Nagel, SR. What is shaking in the sand box? Mat Res Soc Bull 1994; 19: 25.

Jaeger, HM, Nagel SR, and Behringer, RP. The physics of granular materials. Physics Today 1996; 4: 32.

Jaeger, HM, Nagel SR, and Behringer, RP. Granular solids, liquids and gases. Rev Mod Phys 1996; 68: 1259.

Jaeger, HM, and Nagel, SR. Dynamics of granular material. American Scientist 1997; 85: 540.

Tai, Y-C, Noelle S, Gray, JMNT, and Hutter K. Shock capturing and front tracking methods for granular avalanches. J Comp
Phys 2002; 175: 269-301.

Tai, Y-C, Gray, JMNT, Hutter, K , and Noelle, S. Flow of dense avalanches past obstructions. Ann Glaciol 2001; 32: 281-284.
Tai Y-C, Noelle S, Gray JMNT and Hutter, K. An accurate shock-capturing finite-difference method to solve the Savage—Hutter
equations in avalanche dynamics. Ann Glaciol 2001; 32: 263-267.

Gray, JMNT, Wieland, M, and Hutter, K. Gravity-driven free surface flow of granular avalanches over complex basal topography.
P Roy Soc A—Math Phy 1999; 455, 1841-1874.

Wieland, M, Gray, JMNT, and Hutter, K. Channelized free-surface flow of cohesionless granular avalanches in a chute with
shallow lateral curvature. J Fluid Mech 1999; 392: 73—-100.



19

— r—
~N 3
w N
—_—

—
~
N

—_

[83]

Berezin, YA, Hutter, K, and Spodareva, LA. Stability properties of shallow granular flows. Int J Nonlin Mech 1998; 33(4):
647-658.

Gray, JMNT, and Hutter, K. Pattern formation in granular avalanches. Continuum Mech Therm 1997; 9: 341-345.

Gray, JMNT. Granular flow in partially filled slowly rotating drums. J Fluid Mech 2001; 441: 1-29.

Hutter, K. Avalanche dynamics. In: Singh VP (ed) Hydrology of Disasters. Dordrecht, The Netherlands: Kluwer Academic
Publishers, 1996, pp.317-394.

Hutter, K, Koch, T, Pliiss, C, and Savage, SB. The dynamics of avalanches of granular materials from initiation to runout. Part
II: Experiments. Acta Mech 1995; 109: 127-165.

Hutter, K, and Rajagopal, KR. On flows of granular materials. Continuum Mech Therm 1994; 6: 81-139.

Koch, T, Greve, R, and Hutter, K. Unconfined flow of granular avalanches along a partly curved surface. II. Experiments and
numerical computations. P Roy Soc A—Math Phy 1994; 445: 415-435.

Greve, R, and Hutter, K. Motion of a granular avalanche in a convex and concave curved chute: Experiments and theoretical
predictions. Philos T R Soc A 1993; 342: 573-600.

Hutter, K, Siegel, M, Savage, SB, and Nohguchi, Y. Two-dimensional spreading of a granular avalanche down an inclined plane.
Part I: Theory. Acta Mech 1993; 100: 37-68.

Behringer, RP. The dynamics of flowing sand. Nonlinear Sci Today 1993; 3: 1.

Behringer, RP, and Baxter, GW. Pattern formation, complexity and time-dependence in granular flows. In: Mehta A (ed.) Granular
Matter—An Interdisciplinary Approach. New York: Springer-Verlag, 1993, pp.85-119.

Behringer, RP, and Miller, BJ. 1997 Stress fluctuations for sheared 3D granular materials. In: Behringer R and Jenkins J (eds)
Proceedings of the third international conference on powders and grains, Durham, NC, 18-23 May 1997, pp.333-336. Balkema.
Behringer, RP, Howell, D, and Veje, C. Fluctuations in granular flows. Chaos 1999; 9: 559-572.

Jenkins, JT, and Strack, ODL. Mean-field inelastic behavior of random arrays of identical spheres. Mech Mater 1993; 16: 25-33.
Jenkins, JT, and La Ragione, L. Particle spin in anisotropic granular materials. Int J Solids Struct 1999; 38, 1063—1069.
Jenkins, JT, and Koenders, MA. The incremental response of random aggregates of identical round particles. Eur Phys J E 2004;
13: 113-123.

Jenkins JT and Johnson D, La Ragione, L, and Makse, H. Fluctuations and the effective moduli of an isotropic, random aggregate
of identical, frictionless spheres. J Mech Phys Solids 2005; 53, 197-225.

Maxwell, JC. On the dynamical theory of gases. Philos Trans Soc London 1867; 157: 49.

Maxwell, JC. A Treatise on Electricity and Magnetism. 3rd edition. Oxford: Clarendon Press, 1873.

Rayleigh, JW. On the influence of obstacles arranged in rectangular order upon properties of a medium. Phil Mag 1892; 32:
481-491.

Jikov, VV, Kozlov, SM, and Olenik, OA. Homogenization of differential operators and integral functionals. Springer-Verlag,
1994.

Hashin, Z, and Shtrikman, S. A variational approach to the theory of effective magnetic permeability of multiphase materials. J
App Phys 1962; 33(10): 3125-3131.

Nemat-Nasser S and Hori M. Micromechanics: Overall Properties of Heterogeneous Solids. 2nd edition. Amsterdam: Elsevier,
1999.

Ghosh, S. 2011 Micromechanical Analysis and Multi-Scale Modeling Using the Voronoi Cell Finite Element Method. Boca
Raton, FL: CRC Press/Taylor & Francis.

Ghosh S and Dimiduk D. Computational Methods for Microstructure-Property Relations. New York: Springer-Verlag, 2011.
Zohdi, TI, and Wriggers, P. Introduction to Computational Micromechanics. Berlin: Springer-Verlag, 2008.

Zohdi, TI. Numerical simulation of charged particulate cluster-droplet impact on electrified surfaces. J Comp Phys 2013; 233:
509-526.

Wriggers, P. Nonlinear Finite Element Analysis. Berlin: Springer-Verlag, 2008.

Wriggers, P. Computational Contact Mechanics. Hoboken, NJ: John-Wiley, 2002.

Zohdi, TI. Computation of strongly coupled multifield interaction in particle-fluid systems. Comput Method Appl M 2007; 196:
3927-3950.

Zohdi, TI. An adaptive-recursive staggering strategy for simulating multifield coupled processes in microheterogeneous solids.
Int J Numer Method Eng 2002; 53: 1511-1532.

Zohdi, TI. On the dynamics of charged electromagnetic particulate jets. Arch Comput Method E 2010; 17(2): 109-135
Zienkiewicz, OC. Coupled problems and their numerical solution. In: Lewis RW, Bettes P and Hinton E (eds) Numerical Methods
in Coupled Systems. Chichester, UK: Wiley, 1984, pp.35-58.

Zienkiewicz, OC, Paul, DK, and Chan, AHC. Unconditionally stable staggered solution procedure for soil-pore fluid interaction
problems. Int J Numer Method Eng 1988; 26: 1039-1055.

Lewis, RW, Schrefler, BA, and Simoni, L. Coupling versus uncoupling in soil consolidation. /nt J Num Anal Method Geomech
1992; 15: 533-548.

Lewis, RW, and Schrefler, BA. The Finite Element Method in the Static and Dynamic Deformation and Consolidation of Porous
Media. 2nd edition. Chichester, UK, New York: Wiley Press, 1998.

Park, KC, and Felippa, CA. Partitioned analysis of coupled systems. In: Belytschko T and Hughes TJR (eds) Computational
Methods for Transient Analysis. New York: Elsevier, 1983, pp. 157-219.



20 Mathematics and Mechanics of Solids

[84] Farhat C, Lesoinne M and Maman N. Mixed explicit/implicit time integration of coupled aeroelastic problems: Three-field
formulation, geometric conservation and distributed solution. /nt J Numer Meth FI 1995; 21: 807-835.

[85] Farhat, C, and Lesoinne, M. Two efficient staggered procedures for the serial and parallel solution of three-dimensional nonlinear
transient aeroelastic problems. Comput Method App! M 2000; 182: 499-516.

[86] Farhat, C, van der Zee, G, and Geuzaine, P. Provably second-order time-accurate loosely coupled solution algorithms for transient
nonlinear computational aeroelasticity. Comput Method Appl M 2006; 195: 1973-2001.

[87] Piperno, S. Explicit/implicit fluid/structure staggered procedures with a structural predictor and fluid subcycling for 2D inviscid
aeroelastic simulations. /nt J Numer Meth FI 1997, 25: 1207-1226.

[88] Piperno, S, Farhat, C, and Larrouturou, B. Partitioned procedures for the transient solution of coupled aeroelastic problems. Part
I: Model problem, theory, and two-dimensional application. Comput Method Appl M 1995; 124(1-2): 79-112.

[89] Piperno S and Farhat C. Partitioned procedures for the transient solution of coupled aeroelastic problems. Part II: Energy transfer
analysis and three-dimensional applications. Comput Method Appl M 2001; 190: 3147-3170.

[90] Michopoulos, G, Farhat, C, and Fish, J. Survey on modeling and simulation of multiphysics systems, J Comput Inf'Sci Eng 2005;
5(3): 198-213.

[91] Lesoinne, M, and Farhat, C. Free staggered algorithm for nonlinear transient aeroelastic problems. A/44 J 1998; 36(9):
1754-1756.

[92] Le Tallec, P, and Mouro, J. Fluid structure interaction with large structural displacements. Comput Method Appl M 2001;
190(24-25): 3039-3067.

[93] Widom, B. Random sequential addition of hard spheres to a volume. J Chem Phys 1966; 44: 3888—3894.

[94] Jackson, ID. Classical Electrodynamics. Third edition. New York: Wiley, 1998

Appendix A:. Joule-heating

Al. Characterizing electrical losses

The flow of current through materials usually leads to the phenomena of Joule-heating. To understand the
phenomena, we consider a general electromagnetic system characterized by Faraday’s Law

oB
VXE=—— (1)
ot
and Ampere’s Law
oD
VxH=—+J (52)

at

where we recall that E is the electric field, D is the electric field flux, J is the electric current, H is the magnetic
field and B is the magnetic field flux. Joule-heating can be motivated by forming the inner product of the
magnetic field with Faraday’s law and the inner product of the electric field with Ampere’s law and forming the
difference to yield

dD OB
E-VXH)-H-(VXE)=E-J+E-— +H —, (53)

—VA(ExH)=—V-S

Iw
ot

where W = %(E -D+H-B) = %(E -€-E+ H - p-H) is the electromagnetic energy and where S = E x H is
the Poynting vector. Thus

ow

W—FV-S:—J—E (54)
equation (54) is usually referred to as Poynting’s theorem, and can be interpreted, for simple material laws,
where the previous representation for VV holds, as stating that the rate of change of electromagnetic energy
within a volume, plus the energy flowing out through a boundary, is equal to the negative of the total work done

by the fields on the sources and electrical conduction.

A2. Joule-heating

The interconversions of various forms of energy (electromagnetic, thermal, etc) in a system are governed by the
first law of thermodynamics, for example case in the current configuration
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ow—T:Vv4+V.q—-7Z=0, (55)

where p is the mass density in current configuration, w is the stored energy per unit mass, 7" is Cauchy stress,
v is the material velocity and ¢ is heat flux. We consider the absorbed energy that is available for heating to be
proportional to the energy associated with electrical conduction, namely, from equation (54), J - E, and account

. def . . . .
for it via Z = pz = aJ - E, where a is an absorption constant, 0 < a < 1. The systems considered in the body
of the paper are special cases of this general continuum formulation, which was treated in Zohdi [2].

Appendix B:. Time-scaling arguments for % ~0

Consider the following

fJ-ndA+/£dV:0:>V-J:O. (56)
EYo) o Ot

where % = 0 is assumed the current propagates through the particles at a much faster time-scale than the
deformation of the system. The velocity of the deformation of the system is far slower that the relative movement
of charge (propagation of electricity) through the system (which is considered instantaneous). Changes in P are
determined by the Gauss’ law:

DwMA:/PdK (57)
a0 Q
where D is the electric field flux. As an illustrative example, in order to appreciate the fast time scales that
justify % ~ 0, consider an arbitrary piece of continuum (undergoing no deformation) governed by
a
€ € at

where the following simple constitutive laws were used for illustration purposes: J = o E,D = eEand V-D =
P. Solving for P yields

; (58)

P(x,t) = P(x,t = 0)e <", (59)
thus
oP 0 .,
S = (60)

a
€

The term e~ < is extremely small since the ratio Z is huge for the materials of interest and —Ze~<’ ~ 0 for

virtually any time-scales of interest, thus justifying [,,J - ndA = 0. In summary, any changes in P can be
considered instantaneous, relative to mechanically induced deformations.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /ACaslon-Bold
    /ACaslon-BoldItalic
    /ACaslon-Italic
    /ACaslon-Ornaments
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeCorpID-Acrobat
    /AdobeCorpID-Adobe
    /AdobeCorpID-Bullet
    /AdobeCorpID-MinionBd
    /AdobeCorpID-MinionBdIt
    /AdobeCorpID-MinionRg
    /AdobeCorpID-MinionRgIt
    /AdobeCorpID-MinionSb
    /AdobeCorpID-MinionSbIt
    /AdobeCorpID-MyriadBd
    /AdobeCorpID-MyriadBdIt
    /AdobeCorpID-MyriadBdScn
    /AdobeCorpID-MyriadBdScnIt
    /AdobeCorpID-MyriadBl
    /AdobeCorpID-MyriadBlIt
    /AdobeCorpID-MyriadLt
    /AdobeCorpID-MyriadLtIt
    /AdobeCorpID-MyriadPkg
    /AdobeCorpID-MyriadRg
    /AdobeCorpID-MyriadRgIt
    /AdobeCorpID-MyriadRgScn
    /AdobeCorpID-MyriadRgScnIt
    /AdobeCorpID-MyriadSb
    /AdobeCorpID-MyriadSbIt
    /AdobeCorpID-MyriadSbScn
    /AdobeCorpID-MyriadSbScnIt
    /AdobeCorpID-PScript
    /AGaramond-BoldScaps
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-RomanScaps
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AGar-Special
    /AkzidenzGroteskBE-Bold
    /AkzidenzGroteskBE-BoldEx
    /AkzidenzGroteskBE-BoldExIt
    /AkzidenzGroteskBE-BoldIt
    /AkzidenzGroteskBE-Ex
    /AkzidenzGroteskBE-It
    /AkzidenzGroteskBE-Light
    /AkzidenzGroteskBE-LightEx
    /AkzidenzGroteskBE-LightOsF
    /AkzidenzGroteskBE-Md
    /AkzidenzGroteskBE-MdEx
    /AkzidenzGroteskBE-MdIt
    /AkzidenzGroteskBE-Regular
    /AkzidenzGroteskBE-Super
    /AlbertusMT
    /AlbertusMT-Italic
    /AlbertusMT-Light
    /Aldine401BT-BoldA
    /Aldine401BT-BoldItalicA
    /Aldine401BT-ItalicA
    /Aldine401BT-RomanA
    /Aldine401BTSPL-RomanA
    /Aldine721BT-Bold
    /Aldine721BT-BoldItalic
    /Aldine721BT-Italic
    /Aldine721BT-Light
    /Aldine721BT-LightItalic
    /Aldine721BT-Roman
    /Aldus-Italic
    /Aldus-ItalicOsF
    /Aldus-Roman
    /Aldus-RomanSC
    /AlternateGothicNo2BT-Regular
    /AmazoneBT-Regular
    /AmericanTypewriter-Bold
    /AmericanTypewriter-BoldA
    /AmericanTypewriter-BoldCond
    /AmericanTypewriter-BoldCondA
    /AmericanTypewriter-Cond
    /AmericanTypewriter-CondA
    /AmericanTypewriter-Light
    /AmericanTypewriter-LightA
    /AmericanTypewriter-LightCond
    /AmericanTypewriter-LightCondA
    /AmericanTypewriter-Medium
    /AmericanTypewriter-MediumA
    /Anna
    /AntiqueOlive-Bold
    /AntiqueOlive-Compact
    /AntiqueOlive-Italic
    /AntiqueOlive-Roman
    /Arcadia
    /Arcadia-A
    /Arkona-Medium
    /Arkona-Regular
    /ArrusBT-Black
    /ArrusBT-BlackItalic
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AssemblyLightSSK
    /AuroraBT-BoldCondensed
    /AuroraBT-RomanCondensed
    /AuroraOpti-Condensed
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /Avenir-Black
    /Avenir-BlackOblique
    /Avenir-Book
    /Avenir-BookOblique
    /Avenir-Heavy
    /Avenir-HeavyOblique
    /Avenir-Light
    /Avenir-LightOblique
    /Avenir-Medium
    /Avenir-MediumOblique
    /Avenir-Oblique
    /Avenir-Roman
    /BaileySansITC-Bold
    /BaileySansITC-BoldItalic
    /BaileySansITC-Book
    /BaileySansITC-BookItalic
    /BakerSignetBT-Roman
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /BaskervilleBook-Italic
    /BaskervilleBook-MedItalic
    /BaskervilleBook-Medium
    /BaskervilleBook-Regular
    /BaskervilleBT-Bold
    /BaskervilleBT-BoldItalic
    /BaskervilleBT-Italic
    /BaskervilleBT-Roman
    /BaskervilleMT
    /BaskervilleMT-Bold
    /BaskervilleMT-BoldItalic
    /BaskervilleMT-Italic
    /BaskervilleMT-SemiBold
    /BaskervilleMT-SemiBoldItalic
    /BaskervilleNo2BT-Bold
    /BaskervilleNo2BT-BoldItalic
    /BaskervilleNo2BT-Italic
    /BaskervilleNo2BT-Roman
    /Baskerville-Normal-Italic
    /BauerBodoni-Black
    /BauerBodoni-BlackCond
    /BauerBodoni-BlackItalic
    /BauerBodoni-Bold
    /BauerBodoni-BoldCond
    /BauerBodoni-BoldItalic
    /BauerBodoni-BoldItalicOsF
    /BauerBodoni-BoldOsF
    /BauerBodoni-Italic
    /BauerBodoni-ItalicOsF
    /BauerBodoni-Roman
    /BauerBodoni-RomanSC
    /Bauhaus-Bold
    /Bauhaus-Demi
    /Bauhaus-Heavy
    /BauhausITCbyBT-Bold
    /BauhausITCbyBT-Heavy
    /BauhausITCbyBT-Light
    /BauhausITCbyBT-Medium
    /Bauhaus-Light
    /Bauhaus-Medium
    /BellCentennial-Address
    /BellGothic-Black
    /BellGothic-Bold
    /Bell-GothicBoldItalicBT
    /BellGothicBT-Bold
    /BellGothicBT-Roman
    /BellGothic-Light
    /Bembo
    /Bembo-Bold
    /Bembo-BoldExpert
    /Bembo-BoldItalic
    /Bembo-BoldItalicExpert
    /Bembo-Expert
    /Bembo-ExtraBoldItalic
    /Bembo-Italic
    /Bembo-ItalicExpert
    /Bembo-Semibold
    /Bembo-SemiboldItalic
    /Benguiat-Bold
    /Benguiat-BoldItalic
    /Benguiat-Book
    /Benguiat-BookItalic
    /BenguiatGothicITCbyBT-Bold
    /BenguiatGothicITCbyBT-BoldItal
    /BenguiatGothicITCbyBT-Book
    /BenguiatGothicITCbyBT-BookItal
    /BenguiatITCbyBT-Bold
    /BenguiatITCbyBT-BoldItalic
    /BenguiatITCbyBT-Book
    /BenguiatITCbyBT-BookItalic
    /Benguiat-Medium
    /Benguiat-MediumItalic
    /Berkeley-Black
    /Berkeley-BlackItalic
    /Berkeley-Bold
    /Berkeley-BoldItalic
    /Berkeley-Book
    /Berkeley-BookItalic
    /Berkeley-Italic
    /Berkeley-Medium
    /Berling-Bold
    /Berling-BoldItalic
    /Berling-Italic
    /Berling-Roman
    /BernhardBoldCondensedBT-Regular
    /BernhardFashionBT-Regular
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BernhardTangoBT-Regular
    /BlockBE-Condensed
    /BlockBE-ExtraCn
    /BlockBE-ExtraCnIt
    /BlockBE-Heavy
    /BlockBE-Italic
    /BlockBE-Regular
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BremenBT-Black
    /BremenBT-Bold
    /BroadwayBT-Regular
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Caliban
    /CarminaBT-Bold
    /CarminaBT-BoldItalic
    /CarminaBT-Light
    /CarminaBT-LightItalic
    /CarminaBT-Medium
    /CarminaBT-MediumItalic
    /Carta
    /Caslon224ITCbyBT-Bold
    /Caslon224ITCbyBT-BoldItalic
    /Caslon224ITCbyBT-Book
    /Caslon224ITCbyBT-BookItalic
    /Caslon540BT-Italic
    /Caslon540BT-Roman
    /CaslonBT-Bold
    /CaslonBT-BoldItalic
    /CaslonOpenFace
    /CaslonTwoTwentyFour-Black
    /CaslonTwoTwentyFour-BlackIt
    /CaslonTwoTwentyFour-Bold
    /CaslonTwoTwentyFour-BoldIt
    /CaslonTwoTwentyFour-Book
    /CaslonTwoTwentyFour-BookIt
    /CaslonTwoTwentyFour-Medium
    /CaslonTwoTwentyFour-MediumIt
    /CastleT-Bold
    /CastleT-Book
    /Caxton-Bold
    /Caxton-BoldItalic
    /Caxton-Book
    /Caxton-BookItalic
    /CaxtonBT-Bold
    /CaxtonBT-BoldItalic
    /CaxtonBT-Book
    /CaxtonBT-BookItalic
    /Caxton-Light
    /Caxton-LightItalic
    /CelestiaAntiqua-Ornaments
    /Centennial-BlackItalicOsF
    /Centennial-BlackOsF
    /Centennial-BoldItalicOsF
    /Centennial-BoldOsF
    /Centennial-ItalicOsF
    /Centennial-LightItalicOsF
    /Centennial-LightSC
    /Centennial-RomanSC
    /Century-Bold
    /Century-BoldItalic
    /Century-Book
    /Century-BookItalic
    /CenturyExpandedBT-Bold
    /CenturyExpandedBT-BoldItalic
    /CenturyExpandedBT-Italic
    /CenturyExpandedBT-Roman
    /Century-HandtooledBold
    /Century-HandtooledBoldItalic
    /Century-Light
    /Century-LightItalic
    /CenturyOldStyle-Bold
    /CenturyOldStyle-Italic
    /CenturyOldStyle-Regular
    /CenturySchoolbookBT-Bold
    /CenturySchoolbookBT-BoldCond
    /CenturySchoolbookBT-BoldItalic
    /CenturySchoolbookBT-Italic
    /CenturySchoolbookBT-Roman
    /Century-Ultra
    /Century-UltraItalic
    /CharterBT-Black
    /CharterBT-BlackItalic
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamBT-Bold
    /CheltenhamBT-BoldCondItalic
    /CheltenhamBT-BoldExtraCondensed
    /CheltenhamBT-BoldHeadline
    /CheltenhamBT-BoldItalic
    /CheltenhamBT-BoldItalicHeadline
    /CheltenhamBT-Italic
    /CheltenhamBT-Roman
    /Cheltenham-HandtooledBdIt
    /Cheltenham-HandtooledBold
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Christiana-Bold
    /Christiana-BoldItalic
    /Christiana-Italic
    /Christiana-Medium
    /Christiana-MediumItalic
    /Christiana-Regular
    /Christiana-RegularExpert
    /Christiana-RegularSC
    /Clarendon
    /Clarendon-Bold
    /Clarendon-Light
    /ClassicalGaramondBT-Bold
    /ClassicalGaramondBT-BoldItalic
    /ClassicalGaramondBT-Italic
    /ClassicalGaramondBT-Roman
    /CMR10
    /CMR8
    /CMSY10
    /CMSY8
    /CMTI10
    /CommonBullets
    /ConduitITC-Bold
    /ConduitITC-BoldItalic
    /ConduitITC-Light
    /ConduitITC-LightItalic
    /ConduitITC-Medium
    /ConduitITC-MediumItalic
    /CooperBlack
    /CooperBlack-Italic
    /CooperBT-Bold
    /CooperBT-BoldItalic
    /CooperBT-Light
    /CooperBT-LightItalic
    /CopperplateGothicBT-Bold
    /CopperplateGothicBT-BoldCond
    /CopperplateGothicBT-Heavy
    /CopperplateGothicBT-Roman
    /CopperplateGothicBT-RomanCond
    /Copperplate-ThirtyThreeBC
    /Copperplate-ThirtyTwoBC
    /Coronet-Regular
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /Courier-Oblique
    /Critter
    /CS-Special-font
    /DellaRobbiaBT-Bold
    /DellaRobbiaBT-Roman
    /Della-RobbiaItalicBT
    /Della-RobbiaSCaps
    /Del-NormalSmallCaps
    /Delphin-IA
    /Delphin-IIA
    /Delta-Bold
    /Delta-BoldItalic
    /Delta-Book
    /Delta-BookItalic
    /Delta-Light
    /Delta-LightItalic
    /Delta-Medium
    /Delta-MediumItalic
    /Delta-Outline
    /DextorD
    /DextorOutD
    /DidotLH-OrnamentsOne
    /DidotLH-OrnamentsTwo
    /DINEngschrift
    /DINEngschrift-Alternate
    /DINMittelschrift
    /DINMittelschrift-Alternate
    /DINNeuzeitGrotesk-BoldCond
    /DINNeuzeitGrotesk-Light
    /Dom-CasItalic
    /DomCasual
    /DomCasual-Bold
    /Dom-CasualBT
    /Ehrhard-Italic
    /Ehrhard-Regular
    /EhrhardSemi-Italic
    /EhrhardtMT
    /EhrhardtMT-Italic
    /EhrhardtMT-SemiBold
    /EhrhardtMT-SemiBoldItalic
    /EhrharSemi
    /ELANGO-IB-A03
    /ELANGO-IB-A75
    /ELANGO-IB-A99
    /ElectraLH-Bold
    /ElectraLH-BoldCursive
    /ElectraLH-Cursive
    /ElectraLH-Regular
    /ElGreco
    /EnglischeSchT-Bold
    /EnglischeSchT-Regu
    /ErasContour
    /ErasITCbyBT-Bold
    /ErasITCbyBT-Book
    /ErasITCbyBT-Demi
    /ErasITCbyBT-Light
    /ErasITCbyBT-Medium
    /ErasITCbyBT-Ultra
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EUEX10
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuropeanPi-Four
    /EuropeanPi-One
    /EuropeanPi-Three
    /EuropeanPi-Two
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /Eurostile
    /Eurostile-Bold
    /Eurostile-BoldCondensed
    /Eurostile-BoldExtendedTwo
    /Eurostile-BoldOblique
    /Eurostile-Condensed
    /Eurostile-Demi
    /Eurostile-DemiOblique
    /Eurostile-ExtendedTwo
    /EurostileLTStd-Demi
    /EurostileLTStd-DemiOblique
    /Eurostile-Oblique
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /ExPonto-Regular
    /FairfieldLH-Bold
    /FairfieldLH-BoldItalic
    /FairfieldLH-BoldSC
    /FairfieldLH-CaptionBold
    /FairfieldLH-CaptionHeavy
    /FairfieldLH-CaptionLight
    /FairfieldLH-CaptionMedium
    /FairfieldLH-Heavy
    /FairfieldLH-HeavyItalic
    /FairfieldLH-HeavySC
    /FairfieldLH-Light
    /FairfieldLH-LightItalic
    /FairfieldLH-LightSC
    /FairfieldLH-Medium
    /FairfieldLH-MediumItalic
    /FairfieldLH-MediumSC
    /FairfieldLH-SwBoldItalicOsF
    /FairfieldLH-SwHeavyItalicOsF
    /FairfieldLH-SwLightItalicOsF
    /FairfieldLH-SwMediumItalicOsF
    /Fences
    /Fenice-Bold
    /Fenice-BoldOblique
    /FeniceITCbyBT-Bold
    /FeniceITCbyBT-BoldItalic
    /FeniceITCbyBT-Regular
    /FeniceITCbyBT-RegularItalic
    /Fenice-Light
    /Fenice-LightOblique
    /Fenice-Regular
    /Fenice-RegularOblique
    /Fenice-Ultra
    /Fenice-UltraOblique
    /FlashD-Ligh
    /Flood
    /Folio-Bold
    /Folio-BoldCondensed
    /Folio-ExtraBold
    /Folio-Light
    /Folio-Medium
    /FontanaNDAaOsF
    /FontanaNDAaOsF-Italic
    /FontanaNDCcOsF-Semibold
    /FontanaNDCcOsF-SemiboldIta
    /FontanaNDEeOsF
    /FontanaNDEeOsF-Bold
    /FontanaNDEeOsF-BoldItalic
    /FontanaNDEeOsF-Light
    /FontanaNDEeOsF-Semibold
    /FormalScript421BT-Regular
    /Formata-Bold
    /Formata-MediumCondensed
    /ForteMT
    /FournierMT-Ornaments
    /FrakturBT-Regular
    /FrankfurterHigD
    /FranklinGothic-Book
    /FranklinGothic-BookItal
    /FranklinGothic-BookOblique
    /FranklinGothic-Condensed
    /FranklinGothic-Demi
    /FranklinGothic-DemiItal
    /FranklinGothic-DemiOblique
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItal
    /FranklinGothic-HeavyOblique
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothicITCbyBT-Heavy
    /FranklinGothicITCbyBT-HeavyItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumItal
    /FranklinGothic-Roman
    /Freeform721BT-Bold
    /Freeform721BT-BoldItalic
    /Freeform721BT-Italic
    /Freeform721BT-Roman
    /FreestyleScrD
    /Freestylescript
    /FreestyleScript
    /FrizQuadrataITCbyBT-Bold
    /FrizQuadrataITCbyBT-Roman
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura
    /FuturaBlackBT-Regular
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldCondensed
    /FuturaBT-BoldCondensedItalic
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-ExtraBlack
    /FuturaBT-ExtraBlackCondensed
    /FuturaBT-ExtraBlackCondItalic
    /FuturaBT-ExtraBlackItalic
    /FuturaBT-Heavy
    /FuturaBT-HeavyItalic
    /FuturaBT-Light
    /FuturaBT-LightCondensed
    /FuturaBT-LightItalic
    /FuturaBT-Medium
    /FuturaBT-MediumCondensed
    /FuturaBT-MediumItalic
    /Futura-CondensedLight
    /Futura-CondensedLightOblique
    /Futura-ExtraBold
    /Futura-ExtraBoldOblique
    /Futura-Heavy
    /Futura-HeavyOblique
    /Futura-Light
    /Futura-LightOblique
    /Futura-Oblique
    /Futura-Thin
    /Galliard-Black
    /Galliard-BlackItalic
    /Galliard-Bold
    /Galliard-BoldItalic
    /Galliard-Italic
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Galliard-Roman
    /Galliard-Ultra
    /Galliard-UltraItalic
    /Garamond-Antiqua
    /GaramondBE-Bold
    /GaramondBE-BoldExpert
    /GaramondBE-BoldOsF
    /GaramondBE-CnExpert
    /GaramondBE-Condensed
    /GaramondBE-CondensedSC
    /GaramondBE-Italic
    /GaramondBE-ItalicExpert
    /GaramondBE-ItalicOsF
    /GaramondBE-Medium
    /GaramondBE-MediumCn
    /GaramondBE-MediumCnExpert
    /GaramondBE-MediumCnOsF
    /GaramondBE-MediumExpert
    /GaramondBE-MediumItalic
    /GaramondBE-MediumItalicExpert
    /GaramondBE-MediumItalicOsF
    /GaramondBE-MediumSC
    /GaramondBE-Regular
    /GaramondBE-RegularExpert
    /GaramondBE-RegularSC
    /GaramondBE-SwashItalic
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-Book
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-BookItalic
    /Garamond-Halbfett
    /Garamond-HandtooledBold
    /Garamond-HandtooledBoldItalic
    /GaramondITCbyBT-Bold
    /GaramondITCbyBT-BoldCondensed
    /GaramondITCbyBT-BoldCondItalic
    /GaramondITCbyBT-BoldItalic
    /GaramondITCbyBT-BoldNarrow
    /GaramondITCbyBT-BoldNarrowItal
    /GaramondITCbyBT-Book
    /GaramondITCbyBT-BookCondensed
    /GaramondITCbyBT-BookCondItalic
    /GaramondITCbyBT-BookItalic
    /GaramondITCbyBT-BookNarrow
    /GaramondITCbyBT-BookNarrowItal
    /GaramondITCbyBT-Light
    /GaramondITCbyBT-LightCondensed
    /GaramondITCbyBT-LightCondItalic
    /GaramondITCbyBT-LightItalic
    /GaramondITCbyBT-LightNarrow
    /GaramondITCbyBT-LightNarrowItal
    /GaramondITCbyBT-Ultra
    /GaramondITCbyBT-UltraCondensed
    /GaramondITCbyBT-UltraCondItalic
    /GaramondITCbyBT-UltraItalic
    /Garamond-Kursiv
    /Garamond-KursivHalbfett
    /Garamond-Light
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Garamond-LightItalic
    /GaramondNo4CyrTCY-Ligh
    /GaramondNo4CyrTCY-LighItal
    /GaramondThree
    /GaramondThree-Bold
    /GaramondThree-BoldItalic
    /GaramondThree-BoldItalicOsF
    /GaramondThree-BoldSC
    /GaramondThree-Italic
    /GaramondThree-ItalicOsF
    /GaramondThree-SC
    /GaramondThreeSMSIISpl-Italic
    /GaramondThreeSMSitalicSpl-Italic
    /GaramondThreeSMSspl
    /GaramondThreespl
    /GaramondThreeSpl-Bold
    /GaramondThreeSpl-Italic
    /Garamond-Ultra
    /Garamond-UltraCondensed
    /Garamond-UltraCondensedItalic
    /Garamond-UltraItalic
    /GarthGraphic
    /GarthGraphic-Black
    /GarthGraphic-Bold
    /GarthGraphic-BoldCondensed
    /GarthGraphic-BoldItalic
    /GarthGraphic-Condensed
    /GarthGraphic-ExtraBold
    /GarthGraphic-Italic
    /Geometric231BT-HeavyC
    /GeometricSlab712BT-BoldA
    /GeometricSlab712BT-ExtraBoldA
    /GeometricSlab712BT-LightA
    /GeometricSlab712BT-LightItalicA
    /GeometricSlab712BT-MediumA
    /GeometricSlab712BT-MediumItalA
    /Giddyup
    /Giddyup-Thangs
    /GillSans
    /GillSans-Bold
    /GillSans-BoldCondensed
    /GillSans-BoldExtraCondensed
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-ExtraBold
    /GillSans-ExtraBoldDisplay
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSans-LightShadowed
    /GillSans-Shadowed
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /Gill-Special
    /Giovanni-Bold
    /Giovanni-BoldItalic
    /Giovanni-Book
    /Giovanni-BookItalic
    /Glypha
    /Glypha-Bold
    /Glypha-BoldOblique
    /Glypha-Oblique
    /Gothic-Thirteen
    /Goudy
    /Goudy-Bold
    /Goudy-BoldItalic
    /GoudyCatalogueBT-Regular
    /Goudy-ExtraBold
    /GoudyHandtooledBT-Regular
    /GoudyHeavyfaceBT-Regular
    /GoudyHeavyfaceBT-RegularCond
    /Goudy-Italic
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-ExtraBold
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudySans-Black
    /GoudySans-BlackItalic
    /GoudySans-Bold
    /GoudySans-BoldItalic
    /GoudySans-Book
    /GoudySans-BookItalic
    /GoudySansITCbyBT-Black
    /GoudySansITCbyBT-BlackItalic
    /GoudySansITCbyBT-Bold
    /GoudySansITCbyBT-BoldItalic
    /GoudySansITCbyBT-Light
    /GoudySansITCbyBT-LightItalic
    /GoudySansITCbyBT-Medium
    /GoudySansITCbyBT-MediumItalic
    /GoudySans-Medium
    /GoudySans-MediumItalic
    /Granjon
    /Granjon-Bold
    /Granjon-BoldOsF
    /Granjon-Italic
    /Granjon-ItalicOsF
    /Granjon-SC
    /GreymantleMVB-Ornaments
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Black-SemiBold
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Compressed
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-Light-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Condensed-Thin
    /Helvetica-ExtraCompressed
    /Helvetica-Fraction
    /Helvetica-FractionBold
    /HelveticaInserat-Roman
    /HelveticaInserat-Roman-SemiBold
    /Helvetica-Light
    /Helvetica-LightOblique
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /HelveticaNeue-Black
    /HelveticaNeue-BlackCond
    /HelveticaNeue-BlackCondObl
    /HelveticaNeue-BlackExt
    /HelveticaNeue-BlackExtObl
    /HelveticaNeue-BlackItalic
    /HelveticaNeue-Bold
    /HelveticaNeue-BoldCond
    /HelveticaNeue-BoldCondObl
    /HelveticaNeue-BoldExt
    /HelveticaNeue-BoldExtObl
    /HelveticaNeue-BoldItalic
    /HelveticaNeue-Condensed
    /HelveticaNeue-CondensedObl
    /HelveticaNeue-ExtBlackCond
    /HelveticaNeue-ExtBlackCondObl
    /HelveticaNeue-Extended
    /HelveticaNeue-ExtendedObl
    /HelveticaNeue-Heavy
    /HelveticaNeue-HeavyCond
    /HelveticaNeue-HeavyCondObl
    /HelveticaNeue-HeavyExt
    /HelveticaNeue-HeavyExtObl
    /HelveticaNeue-HeavyItalic
    /HelveticaNeue-Italic
    /HelveticaNeue-Light
    /HelveticaNeue-LightCond
    /HelveticaNeue-LightCondObl
    /HelveticaNeue-LightExt
    /HelveticaNeue-LightExtObl
    /HelveticaNeue-LightItalic
    /HelveticaNeueLTStd-Md
    /HelveticaNeueLTStd-MdIt
    /HelveticaNeue-Medium
    /HelveticaNeue-MediumCond
    /HelveticaNeue-MediumCondObl
    /HelveticaNeue-MediumExt
    /HelveticaNeue-MediumExtObl
    /HelveticaNeue-MediumItalic
    /HelveticaNeue-Roman
    /HelveticaNeue-Thin
    /HelveticaNeue-ThinCond
    /HelveticaNeue-ThinCondObl
    /HelveticaNeue-ThinItalic
    /HelveticaNeue-UltraLigCond
    /HelveticaNeue-UltraLigCondObl
    /HelveticaNeue-UltraLigExt
    /HelveticaNeue-UltraLigExtObl
    /HelveticaNeue-UltraLight
    /HelveticaNeue-UltraLightItal
    /Helvetica-Oblique
    /Helvetica-UltraCompressed
    /HelvExtCompressed
    /HelvLight
    /HelvUltCompressed
    /Humanist521BT-Bold
    /Humanist521BT-BoldCondensed
    /Humanist521BT-BoldItalic
    /Humanist521BT-ExtraBold
    /Humanist521BT-Italic
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-Roman
    /Humanist521BT-RomanCondensed
    /Humanist521BT-UltraBold
    /Humanist521BT-XtraBoldCondensed
    /Humanist531BT-BlackA
    /Humanist531BT-BoldA
    /Humanist531BT-RomanA
    /Humanist531BT-UltraBlackA
    /Humanist777BT-BlackB
    /Humanist777BT-BlackCondensedB
    /Humanist777BT-BlackItalicB
    /Humanist777BT-BoldB
    /Humanist777BT-BoldCondensedB
    /Humanist777BT-BoldItalicB
    /Humanist777BT-ExtraBlackB
    /Humanist777BT-ExtraBlackCondB
    /Humanist777BT-ItalicB
    /Humanist777BT-LightB
    /Humanist777BT-LightCondensedB
    /Humanist777BT-LightItalicB
    /Humanist777BT-RomanB
    /Humanist777BT-RomanCondensedB
    /Humanist970BT-BoldC
    /Humanist970BT-RomanC
    /HumanistSlabserif712BT-Black
    /HumanistSlabserif712BT-Bold
    /HumanistSlabserif712BT-Italic
    /HumanistSlabserif712BT-Roman
    /ICMEX10
    /ICMMI8
    /ICMSY8
    /ICMTT8
    /Iglesia-Light
    /ILASY8
    /ILCMSS8
    /ILCMSSB8
    /ILCMSSI8
    /Imago-Book
    /Imago-BookItalic
    /Imago-ExtraBold
    /Imago-ExtraBoldItalic
    /Imago-Light
    /Imago-LightItalic
    /Imago-Medium
    /Imago-MediumItalic
    /Industria-Inline
    /Industria-InlineA
    /Industria-Solid
    /Industria-SolidA
    /Insignia
    /Insignia-A
    /IPAExtras
    /IPAHighLow
    /IPAKiel
    /IPAKielSeven
    /IPAsans
    /ITCGaramondMM
    /ITCGaramondMM-It
    /JAKEOpti-Regular
    /JansonText-Bold
    /JansonText-BoldItalic
    /JansonText-Italic
    /JansonText-Roman
    /JansonText-RomanSC
    /JoannaMT
    /JoannaMT-Bold
    /JoannaMT-BoldItalic
    /JoannaMT-Italic
    /Juniper
    /KabelITCbyBT-Book
    /KabelITCbyBT-Demi
    /KabelITCbyBT-Medium
    /KabelITCbyBT-Ultra
    /Kaufmann
    /Kaufmann-Bold
    /KeplMM-Or2
    /KisBT-Italic
    /KisBT-Roman
    /KlangMT
    /Kuenstler480BT-Black
    /Kuenstler480BT-Bold
    /Kuenstler480BT-BoldItalic
    /Kuenstler480BT-Italic
    /Kuenstler480BT-Roman
    /KunstlerschreibschD-Bold
    /KunstlerschreibschD-Medi
    /Lapidary333BT-Black
    /Lapidary333BT-Bold
    /Lapidary333BT-BoldItalic
    /Lapidary333BT-Italic
    /Lapidary333BT-Roman
    /LASY10
    /LASY5
    /LASY6
    /LASY7
    /LASY8
    /LASY9
    /LASYB10
    /LatinMT-Condensed
    /LCIRCLE10
    /LCIRCLEW10
    /LCMSS8
    /LCMSSB8
    /LCMSSI8
    /LDecorationPi-One
    /LDecorationPi-Two
    /Leawood-Black
    /Leawood-BlackItalic
    /Leawood-Bold
    /Leawood-BoldItalic
    /Leawood-Book
    /Leawood-BookItalic
    /Leawood-Medium
    /Leawood-MediumItalic
    /LegacySans-Bold
    /LegacySans-BoldItalic
    /LegacySans-Book
    /LegacySans-BookItalic
    /LegacySans-Medium
    /LegacySans-MediumItalic
    /LegacySans-Ultra
    /LegacySerif-Bold
    /LegacySerif-BoldItalic
    /LegacySerif-Book
    /LegacySerif-BookItalic
    /LegacySerif-Medium
    /LegacySerif-MediumItalic
    /LegacySerif-Ultra
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldSlanted
    /LetterGothic-Slanted
    /Life-Bold
    /Life-Italic
    /Life-Roman
    /LINE10
    /LINEW10
    /Linotext
    /Lithos-Black
    /LithosBold
    /Lithos-Bold
    /Lithos-Regular
    /LOGO10
    /LOGO8
    /LOGO9
    /LOGOBF10
    /LOGOSL10
    /LOMD-Normal
    /LubalinGraph-Book
    /LubalinGraph-BookOblique
    /LubalinGraph-Demi
    /LubalinGraph-DemiOblique
    /LucidaHandwritingItalic
    /LucidaMath-Symbol
    /LucidaSansTypewriter
    /LucidaSansTypewriter-Bd
    /LucidaSansTypewriter-BdObl
    /LucidaSansTypewriter-Obl
    /LucidaTypewriter
    /LucidaTypewriter-Bold
    /LucidaTypewriter-BoldObl
    /LucidaTypewriter-Obl
    /LydianBT-Bold
    /LydianBT-BoldItalic
    /LydianBT-Italic
    /LydianBT-Roman
    /LydianCursiveBT-Regular
    /Machine
    /Machine-Bold
    /Marigold
    /MathematicalPi-Five
    /MathematicalPi-Four
    /MathematicalPi-One
    /MathematicalPi-Six
    /MathematicalPi-Three
    /MathematicalPi-Two
    /MatrixScriptBold
    /MatrixScriptBoldLin
    /MatrixScriptBook
    /MatrixScriptBookLin
    /MatrixScriptRegular
    /MatrixScriptRegularLin
    /Melior
    /Melior-Bold
    /Melior-BoldItalic
    /Melior-Italic
    /MercuriusCT-Black
    /MercuriusCT-BlackItalic
    /MercuriusCT-Light
    /MercuriusCT-LightItalic
    /MercuriusCT-Medium
    /MercuriusCT-MediumItalic
    /MercuriusMT-BoldScript
    /Meridien-Bold
    /Meridien-BoldItalic
    /Meridien-Italic
    /Meridien-Medium
    /Meridien-MediumItalic
    /Meridien-Roman
    /Minion-Black
    /Minion-Bold
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-BoldItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-DisplayItalic
    /Minion-DisplayRegular
    /MinionExp-Italic
    /MinionExp-Semibold
    /MinionExp-SemiboldItalic
    /Minion-Italic
    /Minion-Ornaments
    /Minion-Regular
    /Minion-Semibold
    /Minion-SemiboldItalic
    /MonaLisa-Recut
    /MrsEavesAllPetiteCaps
    /MrsEavesAllSmallCaps
    /MrsEavesBold
    /MrsEavesFractions
    /MrsEavesItalic
    /MrsEavesPetiteCaps
    /MrsEavesRoman
    /MrsEavesRomanLining
    /MrsEavesSmallCaps
    /MSAM10
    /MSAM10A
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM10A
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MTEX
    /MTEXB
    /MTEXH
    /MTGU
    /MTGUB
    /MTMI
    /MTMIB
    /MTMIH
    /MTMS
    /MTMSB
    /MTMUB
    /MTMUH
    /MTSY
    /MTSYB
    /MTSYH
    /MTSYN
    /MusicalSymbols-Normal
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-CnBold
    /Myriad-CnBoldItalic
    /Myriad-CnItalic
    /Myriad-CnSemibold
    /Myriad-CnSemiboldItalic
    /Myriad-Condensed
    /Myriad-Italic
    /MyriadMM
    /MyriadMM-It
    /Myriad-Roman
    /Myriad-Sketch
    /Myriad-Tilt
    /NeuzeitS-Book
    /NeuzeitS-BookHeavy
    /NewBaskerville-Bold
    /NewBaskerville-BoldItalic
    /NewBaskerville-Italic
    /NewBaskervilleITCbyBT-Bold
    /NewBaskervilleITCbyBT-BoldItal
    /NewBaskervilleITCbyBT-Italic
    /NewBaskervilleITCbyBT-Roman
    /NewBaskerville-Roman
    /NewCaledonia
    /NewCaledonia-Black
    /NewCaledonia-BlackItalic
    /NewCaledonia-Bold
    /NewCaledonia-BoldItalic
    /NewCaledonia-BoldItalicOsF
    /NewCaledonia-BoldSC
    /NewCaledonia-Italic
    /NewCaledonia-ItalicOsF
    /NewCaledonia-SC
    /NewCaledonia-SemiBold
    /NewCaledonia-SemiBoldItalic
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothic-BoldOblique
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldCondensed
    /NewsGothicBT-BoldCondItalic
    /NewsGothicBT-BoldExtraCondensed
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Demi
    /NewsGothicBT-DemiItalic
    /NewsGothicBT-ExtraCondensed
    /NewsGothicBT-Italic
    /NewsGothicBT-ItalicCondensed
    /NewsGothicBT-Light
    /NewsGothicBT-LightItalic
    /NewsGothicBT-Roman
    /NewsGothicBT-RomanCondensed
    /NewsGothic-Oblique
    /New-Symbol
    /NovareseITCbyBT-Bold
    /NovareseITCbyBT-BoldItalic
    /NovareseITCbyBT-Book
    /NovareseITCbyBT-BookItalic
    /Nueva-BoldExtended
    /Nueva-Roman
    /NuptialScript
    /OceanSansMM
    /OceanSansMM-It
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OnyxMT
    /Optima
    /Optima-Bold
    /Optima-BoldItalic
    /Optima-BoldOblique
    /Optima-ExtraBlack
    /Optima-ExtraBlackItalic
    /Optima-Italic
    /Optima-Oblique
    /OSPIRE-Plain
    /OttaIA
    /Otta-wa
    /Ottawa-BoldA
    /OttawaPSMT
    /Oxford
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /Palatino-Roman
    /Parisian
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PhotinaMT
    /PhotinaMT-Bold
    /PhotinaMT-BoldItalic
    /PhotinaMT-Italic
    /PhotinaMT-SemiBold
    /PhotinaMT-SemiBoldItalic
    /PhotinaMT-UltraBold
    /PhotinaMT-UltraBoldItalic
    /Plantin
    /Plantin-Bold
    /Plantin-BoldItalic
    /Plantin-Italic
    /Plantin-Light
    /Plantin-LightItalic
    /Plantin-Semibold
    /Plantin-SemiboldItalic
    /Poetica-ChanceryI
    /Poetica-SuppLowercaseEndI
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /ProseAntique-Bold
    /ProseAntique-Normal
    /QuaySansEF-Black
    /QuaySansEF-BlackItalic
    /QuaySansEF-Book
    /QuaySansEF-BookItalic
    /QuaySansEF-Medium
    /QuaySansEF-MediumItalic
    /Quorum-Black
    /Quorum-Bold
    /Quorum-Book
    /Quorum-Light
    /Quorum-Medium
    /Raleigh
    /Raleigh-Bold
    /Raleigh-DemiBold
    /Raleigh-Medium
    /Revival565BT-Bold
    /Revival565BT-BoldItalic
    /Revival565BT-Italic
    /Revival565BT-Roman
    /Ribbon131BT-Bold
    /Ribbon131BT-Regular
    /RMTMI
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /RotisSansSerif
    /RotisSansSerif-Bold
    /RotisSansSerif-ExtraBold
    /RotisSansSerif-Italic
    /RotisSansSerif-Light
    /RotisSansSerif-LightItalic
    /RotisSemiSans
    /RotisSemiSans-Bold
    /RotisSemiSans-ExtraBold
    /RotisSemiSans-Italic
    /RotisSemiSans-Light
    /RotisSemiSans-LightItalic
    /RotisSemiSerif
    /RotisSemiSerif-Bold
    /RotisSerif
    /RotisSerif-Bold
    /RotisSerif-Italic
    /RunicMT-Condensed
    /Sabon-Bold
    /Sabon-BoldItalic
    /Sabon-Italic
    /Sabon-Roman
    /SackersGothicLight
    /SackersGothicLightAlt
    /SackersItalianScript
    /SackersItalianScriptAlt
    /Sam
    /Sanvito-Light
    /SanvitoMM
    /Sanvito-Roman
    /Semitica
    /Semitica-Italic
    /SIVAMATH
    /Siva-Special
    /SMS-SPELA
    /Souvenir-Demi
    /Souvenir-DemiItalic
    /SouvenirITCbyBT-Demi
    /SouvenirITCbyBT-DemiItalic
    /SouvenirITCbyBT-Light
    /SouvenirITCbyBT-LightItalic
    /Souvenir-Light
    /Souvenir-LightItalic
    /SpecialAA
    /Special-Gali
    /Sp-Sym
    /StempelGaramond-Bold
    /StempelGaramond-BoldItalic
    /StempelGaramond-Italic
    /StempelGaramond-Roman
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-PhoneticAlternate
    /StoneSans-PhoneticIPA
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /StoneSerif
    /StoneSerif-Italic
    /StoneSerif-PhoneticAlternate
    /StoneSerif-PhoneticIPA
    /StoneSerif-Semibold
    /StoneSerif-SemiboldItalic
    /Swiss721BT-Black
    /Swiss721BT-BlackCondensed
    /Swiss721BT-BlackCondensedItalic
    /Swiss721BT-BlackExtended
    /Swiss721BT-BlackItalic
    /Swiss721BT-BlackOutline
    /Swiss721BT-BlackRounded
    /Swiss721BT-Bold
    /Swiss721BT-BoldCondensed
    /Swiss721BT-BoldCondensedItalic
    /Swiss721BT-BoldCondensedOutline
    /Swiss721BT-BoldExtended
    /Swiss721BT-BoldItalic
    /Swiss721BT-BoldOutline
    /Swiss721BT-BoldRounded
    /Swiss721BT-Heavy
    /Swiss721BT-HeavyItalic
    /Swiss721BT-Italic
    /Swiss721BT-ItalicCondensed
    /Swiss721BT-Light
    /Swiss721BT-LightCondensed
    /Swiss721BT-LightCondensedItalic
    /Swiss721BT-LightExtended
    /Swiss721BT-LightItalic
    /Swiss721BT-Medium
    /Swiss721BT-MediumItalic
    /Swiss721BT-Roman
    /Swiss721BT-RomanCondensed
    /Swiss721BT-RomanExtended
    /Swiss721BT-Thin
    /Swiss721BT-ThinItalic
    /Swiss921BT-RegularA
    /Symbol
    /Syntax-Black
    /Syntax-Bold
    /Syntax-Italic
    /Syntax-Roman
    /Syntax-UltraBlack
    /Tekton
    /Times-Bold
    /Times-BoldA
    /Times-BoldItalic
    /Times-BoldOblique
    /Times-Italic
    /Times-NewRoman
    /Times-NewRomanBold
    /Times-Oblique
    /Times-PhoneticAlternate
    /Times-PhoneticIPA
    /Times-Roman
    /Times-RomanSmallCaps
    /Times-Sc
    /Times-SCB
    /Times-special
    /TimesTenGreekP-Upright
    /TradeGothic
    /TradeGothic-Bold
    /TradeGothic-BoldCondTwenty
    /TradeGothic-BoldCondTwentyObl
    /TradeGothic-BoldOblique
    /TradeGothic-BoldTwo
    /TradeGothic-BoldTwoOblique
    /TradeGothic-CondEighteen
    /TradeGothic-CondEighteenObl
    /TradeGothicLH-BoldExtended
    /TradeGothicLH-Extended
    /TradeGothic-Light
    /TradeGothic-LightOblique
    /TradeGothic-Oblique
    /Trajan-Bold
    /TrajanPro-Bold
    /TrajanPro-Regular
    /Trajan-Regular
    /Transitional521BT-BoldA
    /Transitional521BT-CursiveA
    /Transitional521BT-RomanA
    /Transitional551BT-MediumB
    /Transitional551BT-MediumItalicB
    /Univers
    /Universal-GreekwithMathPi
    /Universal-NewswithCommPi
    /Univers-BlackExt
    /Univers-BlackExtObl
    /Univers-Bold
    /Univers-BoldExt
    /Univers-BoldExtObl
    /Univers-BoldOblique
    /Univers-Condensed
    /Univers-CondensedBold
    /Univers-CondensedBoldOblique
    /Univers-CondensedOblique
    /Univers-Extended
    /Univers-ExtendedObl
    /Univers-ExtraBlackExt
    /Univers-ExtraBlackExtObl
    /Univers-Light
    /Univers-LightOblique
    /UniversLTStd-Black
    /UniversLTStd-BlackObl
    /Univers-Oblique
    /Utopia-Black
    /Utopia-BlackOsF
    /Utopia-Bold
    /Utopia-BoldItalic
    /Utopia-Italic
    /Utopia-Ornaments
    /Utopia-Regular
    /Utopia-Semibold
    /Utopia-SemiboldItalic
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Viva-BoldExtraExtended
    /Viva-Regular
    /Weidemann-Black
    /Weidemann-BlackItalic
    /Weidemann-Bold
    /Weidemann-BoldItalic
    /Weidemann-Book
    /Weidemann-BookItalic
    /Weidemann-Medium
    /Weidemann-MediumItalic
    /WindsorBT-Elongated
    /WindsorBT-Light
    /WindsorBT-LightCondensed
    /WindsorBT-Roman
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /ZapfCalligraphic801BT-Bold
    /ZapfCalligraphic801BT-BoldItal
    /ZapfCalligraphic801BT-Italic
    /ZapfCalligraphic801BT-Roman
    /ZapfChanceryITCbyBT-Bold
    /ZapfChanceryITCbyBT-Demi
    /ZapfChanceryITCbyBT-Medium
    /ZapfChanceryITCbyBT-MediumItal
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfDingbatsITCbyBT-Regular
    /ZapfElliptical711BT-Bold
    /ZapfElliptical711BT-BoldItalic
    /ZapfElliptical711BT-Italic
    /ZapfElliptical711BT-Roman
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZapfHumanist601BT-Ultra
    /ZapfHumanist601BT-UltraItalic
    /ZurichBT-Black
    /ZurichBT-BlackExtended
    /ZurichBT-BlackItalic
    /ZurichBT-Bold
    /ZurichBT-BoldCondensed
    /ZurichBT-BoldCondensedItalic
    /ZurichBT-BoldExtended
    /ZurichBT-BoldExtraCondensed
    /ZurichBT-BoldItalic
    /ZurichBT-ExtraBlack
    /ZurichBT-ExtraCondensed
    /ZurichBT-Italic
    /ZurichBT-ItalicCondensed
    /ZurichBT-Light
    /ZurichBT-LightCondensed
    /ZurichBT-LightCondensedItalic
    /ZurichBT-LightExtraCondensed
    /ZurichBT-LightItalic
    /ZurichBT-Roman
    /ZurichBT-RomanCondensed
    /ZurichBT-RomanExtended
    /ZurichBT-UltraBlackExtended
  ]
  /NeverEmbed [ true
    /TimesNewRomanPS
    /TimesNewRomanPS-Bold
    /TimesNewRomanPS-BoldItalic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-Italic
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 2400
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox false
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (U.S. Web Coated \050SWOP\051 v2)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /Description <<
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /NLD <>
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings for creating PDF files for submission to The Sheridan Press. These settings configured for Acrobat v6.0 08/06/03.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
  /SyntheticBoldness 1.000000
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




